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1 Introduction 
 

Despite the apparent stability of electricity systems from a consumer point of view, 
there is indeed significant effort exerted by the network managers to guarantee 

the stability of the electricity supply. Although, from a technical point of view, 
electricity demand and supply always need to be equal, both supply and demand 
of electricity are indeed rather variable, even on a short time, thereby requiring 

significant efforts from Transmission System Operators (TSOs). 

It is likely that due to expected structural changes in the European electricity grid, 

balancing activities and capacities will advance in the future. Growing share of 
intermittent renewable electricity generation, as well as changing patterns in 
electricity demand create challenges for grid balancing. On the demand side, this 

is due to the electrification of sectors, as well as empowering consumers with the 
options to wisely influence consumption and even produce electricity on their own, 

thus finally becoming prosumers. Thus, new technologies and investments, as well 
as grid management strategies are needed for seamless integration. Currently, 
balancing of the grid is mostly solved by natural gas-based power generation, a 

widely spread and applied technology, and also by pumped hydro storage (PHS). 
Nowadays, these technologies provide the required flexibility for the grid. Using 

natural gas, however, is not climate neutral and is mostly imported to Europe, 
while PHS is geographically limited to certain countries. In the continental Europe 
the largest potential of PHS is in the Alps, and the existing units of PHS here 

already play a role in balancing the intermittency of renewables in European level 
(Gurung et al., 2016). Combining wind and PHS can be a viable option for Ireland, 

too (Coburn et al., 2014). 

Therefore, the storage requirement module investigates how new technologies can 
help the electricity system of the EU to operate stable in light of increasing 

renewables penetration, demand side measures and decarbonisation paths. The 
objective of this report is to introduce the operation of this module with the 

calculation steps, assumptions and levels. The module uses the outputs of the 
electricity supply module and the ones defining the electricity demand in order to 
find an appropriate mix of storage and balancing technologies that allows the 

demand for electricity is met given the conditions set by the user in the 
geographical scope of EU-28 and Switzerland up to the year of 2050. 

The structure of the report is as follows. In chapter 2, the report describes the 
trends and evolution of electricity balancing, thereby setting the scene and 
providing the basis for the methodology of the calculation. Having reviewed the 

background, in chapter 3 we introduce the ambitions and goals of this specific 
module. After this, chapter 4 describes the overall calculation logic of the storage 

module, detailing the input, outputs, the module’s relation to other modules and 
the detailed calculation tree. Section 5 details the levers for the technology 

portfolio required for the balancing of the European grid. For the levers of the 
module, extensive documentation is provided to describe the various ambition 
levels ranging from a low ambition to disruptive. Ambition levels are proposed 

based on the most up to date research, historic trends and other relevant studies 
that are highlighted and gathered in the bibliography. 
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2  Policy recommendations  
 

Decarbonization of the electricity generation sector is an important factor in 
reaching the EU climate targets. The sector is already on a path of greenhouse gas 

emission reduction due to the growing share of renewables and shrinking fossil 
fuel-based capacities. These trends are expected to continue in the future as 
renewables become more competitive while coal power plants more obsolete. 

Emissions from electricity production scenarios simulated in the EUCalc result from 
the amount of electricity needed (depending on demand side actions, not detailed 

here, given that they are modelled in other modules of the calculator) and the mix 
of technologies required to generate that amount of electricity. The latter is subject 
of policy debates and different targets, and as such the levers represent different 

ambition trajectories for different power generation technologies.  

The solution for decarbonisation of electricity production is focused on three main 

strategies: the phase-out of high emission technologies; the mainstreaming of 
renewables and the role of nuclear power. The phase-out process is driven by 
economic necessity (due to ageing of plants) or by policies. Regardless of policies, 

coal-based power generation is forecasted to decrease; however, policies can 
speed up the phase-out process, contributing to timely decarbonisation efforts.  

Regarding nuclear power, its role divides opinions. Whilst some EU Member States 
aim to phase it out as soon as possible, others want to maintain it and consider it 
as an instrument for decarbonisation. The impacts of different nuclear policies and 

their timing are also an important aspect of developing decarbonisation policies. 
However, our analysis shows that even with a highly ambitious policy to maintain 

nuclear, its total capacities still tend to decrease over time, thus reducing its role 
in decarbonising the electricity sector. 

Unlike nuclear power, EU Member States unanimously look at renewables for 

decarbonizing their electricity mix. Nevertheless, the historical experience, current 
situation and, more importantly, the renewable electricity potential that can be 

locally exploited in the coming decades vary among Member States. The recent 
growing share of renewables has been led by policy incentives and the decreasing 
costs and economic maturity of renewable technologies. In the future, policies will 

need to focus rather on the growing intermittency of electricity supply due to the 
growing share of weather dependent power generation technologies (i.e. wind and 

solar). This requires the electricity grid to include low carbon flexibility solutions 
(including battery storage, pumped hydro storage and other technologies).  

Thus, policies may switch from supporting certain technologies into a systematic 

approach in order to decarbonize the operation of the whole electricity grid. The 
closure of old powerplants, lag in development of low carbon flexibility solutions 

and insufficient investments into renewables can lead to scenarios in which natural 
gas (with associated emissions) would be required to fill the gap between supply 

and demand, and as a dispatchable energy alternative to tackle the intermittency 
of renewables. Nevertheless, with ambitious targets both on supply and demand 
sides, as well as wisely chosen balancing strategy that relies on low carbon storage 

solutions such as batteries and pumped hydro storage can reduce the role of 
natural gas as balancing and flexibility fuel. 

  



 

9 
 

3 Trends and evolution of electricity 

balancing  
 

The goal of this section is to give a short overview of the context and current 

trends in electricity storage and system balancing.  

3.1  Electricity supply side 

In the last years, tremendous changes have started both on the supply and 

demand sides of the electricity sector which are expected to accelerate in the 
future. On the supply side, renewable based power generation technologies, 

mostly wind power and PV are becoming dominant parts of the electricity system, 
as show on Figures 1 and 2. From a balancing perspective, the intermittent nature 
of these renewable energy sources – which are also expected to be subject to the 

effects of climate change – are creating challenges in the electricity sector that 
previously were not of concern. In the short term, renewable based power 

generation needs to be properly integrated with non-intermittent traditional 
baseload power plants, which puts significant strains on network operators and the 

operators of the existing power plant portfolio. In the long term, however, it has 
to be resolved that excess renewable power that is generated in favourable 
conditions needs to be stored for later, when the conditions are not ideal for 

weather-dependent renewable generation. 

 

Figure 1 - Renewables versus coal electricity generation in the EU,  
source: Agora Energiewende and Sandbag, 2018 
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Figure 2 - Wind, solar and biomass as percentage of national electricity production in the EU, 
source: Agora Energiewende and Sandbag, 2018 

Yet, it is not only the increased overall level of renewables that is creating 
challenges in terms of balancing, but the location where these renewable power 
generation capacities are connecting to the existing electricity grid. As a result, 

the electricity system is becoming more and more decentralized, as for instance 
household scale PV installations are connecting to the low voltage network. This 

phenomenon, as shown on Figure 3, was not experienced by centralised power 
systems before. Thus, a potential metric for decarbonization is the generation of 
household size PV in relation to the overall demand. From a balancing perspective, 

this is important, as storages will be increasingly required in cases where the 
generation capacities are connecting to the distribution instead of the transmission 

network. These storage devices that are integrated into the distribution network 
along with the renewable power capacities are essential to prevent bi-directional 
flows that would otherwise decrease the supply qualities of the electricity system, 

while also increasing the costs associated with operating these systems. 

 

Figure 3 - Schematic illustration of a centralised and decentralised network,  
source: Rutovitz et al., 2014 
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Decentralisation also creates the possibilities for micro-grids to evolve that are 
basically self-sustainable electricity production communities that at times may 

function completely separately from the nation-wide electricity grids. The 
application of decentralised energy generation in micro-grids – especially in those 
that operate on PV and wind power – cannot be reliable on its own. The 

intermittency of renewables is perhaps an even greater issue in micro-grids and 
therefore requiring balancing technologies. Yet despite these apparent 

shortcomings, complementing the centralised grid with decentralised power and 
storage systems improves energy independence and reliability for the overall 
system (Liu et al., 2017, Kursun et al., 2015, Ogunjuyigbe et al., 2016).  

3.2  Electricity demand side 

Turning to the consumer (demand) side, one finds that consumers are starting to 

have the tools that allow them to become prosumers of electricity from simple 
users. This entails that not only do they produce electricity, but they are also 
demanding information and flexibility with regards to their power consumption 

patterns. Demand Side Management (DSM) coupled with the appropriate tariff 
structure that incentivises consumers to act can provide the right signals for the 

consumers to change their consumption patterns. An example on the impact of 
DSM on consumption patterns and how those measures can help smoothing out 
the load profile are presented in Figure 4 from the study by Liu et al. These features 

make DSM an effective method for network operators to reduce demand from the 
grid in critical hours of the day (Jabir et al., 2018). 

 
Figure 4 – Load profile with and without demand side management, from Liu et al., 2015 

As shown above, DSM is embedded in the load profiles as the main influence of 
DSM is captured via changes in how the actual consumption is scheduled.  

In addition to this, as a result of changing patterns of lifestyle and technology, 
load profiles are changing and new areas of electricity demand are appearing such 
as road transport and heating (Bossmann and Staffell, 2015). The changes in load 

profiles, however, influence how peak loads are covered – let them be daily or 
seasonal – and therefore influence electricity balancing as well. 
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3.3  Balancing and storage in context of the module 

The previous chapter summarised why storage and balancing will be more 
prevalent in future electricity systems, while this subchapter defines what the 

storage module considers to be electricity balancing and storage, and also 
showcases how balancing activities are carried out nowadays. 

3.3.1 The definition of balancing and storage  

There are various definitions of balancing depending on the level of complexity and 
target audience, which is also reflected in various EU policy documents defining 
the act of balancing. According to the Commission Regulation (EU) 2017/2195, 

balancing means “all actions and processes, on all timelines, through which TSOs 
ensure, in a continuous way, the maintenance of system frequency within a 

predefined stability range” (European Commission, 2017a). From this definition it 
emerges that from one point of view balancing is strictly focused on maintaining 
the frequency of the electricity system, which has to be maintained at 50 Hz 

Europe-wide in order to maintain the stability of the grid. 

A European Commission working document that accompanied the Winter Energy 

Package also adopts a similarly narrow definition of balancing “the situation after 
markets have closed in which a TSO acts to ensure that demand is equal to supply, 
in and near real time” (European Commission, 2017b). This definition highlights 

that although securing the required balancing capacities is based on market-based 
auctions and therefore actors are selected competitively, however, the act of 

balancing itself is the sole responsibility of the TSOs, ordering the required 
capacities to be dispatched on demand. The common part of these definitions is 
that the TSO is responsible for balancing, therefore balancing activities are 

aggregated at the TSO level, which also resembles the national level in Europe, 
with a few exceptions1.  

The fact that demand and supply should be equal “in and near real time” highlights 
that this definition also mostly focuses on frequency control, thereby guaranteeing 
the stability of the system. From the reviewed definitions it is also clear that 

balancing, at whichever time scale, will always have to focus on frequency control, 
the matching of supply and demand. This is because if demand is systematically 

higher than the supply that is delivered by machines driving the generators, then 
the rotational speed of the generators themselves will drop, which will lower the 
frequency. In the absence of intervention, this process would be self-generating 

and ultimately resulting in blackouts within seconds. Balancing mechanisms are 
required therefore, as the electricity system itself is unable to store electricity, 

thereby requiring instant intervention possibilities to maintain grid frequency. This 
instant intervention possibility can be delivered by different technologies at 

different time scales. In the context of growing renewable energies with seasonally 
diverging outputs though, the importance of electricity storage will grow, in order 
to deliver the required power at the right time to sustain supply and demand 

matching, thereby keeping frequency within the predefined band requirement. 

Table 1 details the European categorisation of balancing activities (Glowacki Law 

Firm, 2019a) that contains three categories also with reference to time 
considerations. 

 
1 In most countries in the EU, there is a single TSO in each country. Only Germany and the 

United Kingdom have multiple TSOs in their territories. 
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Table 1 – Types of balancing activities with activation times and relation to the storage module 

Balancing activity Activation time Time scale in the storage module 

Frequency containment reserve  < 30 seconds Short-term balancing 

Frequency restoration reserve 

 

 

with automatic activation 30 seconds - 2 minutes Short-term balancing 

with manual activation 2 minutes - 15 minutes Short-term balancing 

Replacement reserve > 15 minutes Long-term balancing 

Of these three categories, the first two concern the containment and upholding of 
the frequency of the grid by running generators, thereby requiring almost instant 

reactions and intervention by power plants that are either dedicated to do this or 
have reserve rolling capacities set aside. It is interesting that replacement reserves 

themselves are defined as a means that are capable of “restoring or supporting 
the required level of frequency restoration reserves to be prepared for additional 
system imbalances, including generation reserves” (Glowacki Law Firm, 2019b), 

but this category of balancing functions as replacement in the case of unavailability 
of other supply sources, with generators that are not already running as 

highlighted by the activation time as well.  

3.4  The link between balancing and storage 

In order to justify the methodological approach of the calculation, the module is 

categorising the above three categories of balancing activities into short-term and 
long-term balancing. We consider frequency containment reserves and frequency 

restoration reserves as short-term balancing, while replacement reserves as long-
term balancing.  

The storage module is working with an hourly granularity; thus, it is unable to 

capture short-term balancing needs based on the definition above. It is therefore 
solely focusing on long-term balancing activities on country and EU level. This 

approach is justified by Brown et al. (2018) stating that at large spatial scales the 
variations in aggregated load, wind and solar time series are statistically smoothed 
out, none of the large-scale model results change significantly when going from 

hourly resolution down to 5-min simulations. Hourly modelling will capture the 
biggest variations and is therefore adequate to dimension flexibility requirements. 

Sub-hourly modelling may be necessary for smaller areas with older, inflexible 
thermal power plants, but since flexible peaking plant and storage are 
economically favoured in highly renewable systems, sub-hourly modelling is less 

important in the long-term (Brown et al., 2018).  

Describing a year by hourly data, i.e. 8760 values also includes the variations in 

lower time granularity, thus the curves obtained by the 8760 data points show 
also weekly and seasonal patterns, thus though weekly and seasonal patterns of 

supply and demand are captured in the modelling.  

On the other hand, the supply module uses capacity factors2 to calculate annual 
production of power plants. The historical capacity factors inform us about the 

historical observed generation compared to the maximal generation through a 
period including all the time the unit was running. Therefore, capacity factors 

 
2 Capacity factor is the ratio of the net electricity generated, for the time considered, to 

the energy that could have been generated at continuous full-power operation during the 

same period [48]. 
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include also the generation that was provided for flexibility purposes. For example, 
when observing historical capacity factors of natural gas power plants in a country, 

the capacity factor of the gas power plants already includes the times when the 
power plants were used for balancing purposes and not for general power 
production. Typically, though, balancing power plants have relatively low annual 

utilisation rates, rarely exceeding 1% of the time of the year (see MAVIR & MEKH, 
2017 for the example of Hungary). Therefore, the capacity factors of power plants 

used in the supply module already encompass the kind of short term balancing 
that was needed before. As these balancing needs and outages are already 
factored into the capacity factors, therefore any additional balancing needs 

afterwards calculated in the storage module focuses on the most important source 
of future balancing need, the ratio of intermittent renewables projected to grow 

further.  

The storage module considers storage as an operational tool of the electricity 
system that can help to achieve electricity balancing with the ability of shifting the 

(over)supply of electricity to a later time point, when demand exceeds supply, thus 
the stored electricity will be needed in order to maintain frequency and sustain the 

stability of the system. Storage can be realized on different time scales, though, 
by different technologies. Therefore, in the context of the module, storage and 
balancing can be interchangeable terms, as storage is a technical toolset within 

balancing. 

It is important to mention that electricity storage technologies have various 

functions that they can fulfil. Based on the International Renewable Energy Agency 
(IRENA), categorisation of the services is on Figure 5, due to the characteristics of 
EUCalc and the assumptions of the supply module, this module focuses on the bulk 

energy services that are needed for a well operating electricity system.  

On Figure 5, pink fields are the services directly supporting the integration of 

variable renewable energy which is the key component of decarbonisation of which 
process EUCalc is investigating the impact of. On the other hand, as the module 

works in close relation with modules defining the electricity demand, the pink fields 
under other services on the right-hand of the model are considered with interaction 
from there. For example, the transport sector is considered in the form of input 

received from the transport module about the demand response potential of the 
batteries used in transportation. Exceptions are off-grid energy storage 

applications, as the main aim of the module along with the supply module, to 
model the grid in view of increasing renewable energy penetration and how 
different storage technology can influence it. 
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Figure 5 - The range of services that can be provided by electricity storage,  
source: IRENA, 2017 

In general, blue fields are outside of the scope of current modelling. For ancillary 

services of storage, the module functions do not take into consideration electricity 
system specifics, such as voltage or frequency level, which indeed can be 

influenced by various factors, such as temperature itself. Transmission 
infrastructure services cannot be evaluated either in the module, as the whole 
EUCalc is based on countries, thereby unable to differentiate between different 

transmission characteristics within a country. The same kind of reasoning can also 
be applied to the distribution infrastructure services.  

Balancing can also be achieved through cross-border trade, importing or exporting 
electricity based on the required balancing need. Cross-border electricity trade 
between any given countries is happening through organised markets, but the 

definition of balancing as used before (“after markets have closed”) prohibits the 
cross-border trade to be used for balancing, because cross border trade is carried 

out in markets. As a result of this, the module will consider trade as an alternative 
to store electricity in a country locally. 

3.4.1 Summary of balancing and storage as used by the 
module 

The module defines balancing as actions taken towards equalising electricity 

supply and demand within a year in hourly time granularity. When differentiating 
between short-term balancing (frequency control with running generation 

equipment) and long-term balancing (replacement reserves), the module focuses 
on replacement reserves. The module considers electricity storage to achieve the 
balance of the electricity system, especially over the long term with cross-border 

trade as an alternative to electricity storage. 
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4  Questions addressed by the module 
The main purposes of the storage module are: 

▪ to match electricity demand and supply with making the necessary 
adjustments;  

▪ to determine and meet the flexibility needs for a given scenario of 
demand and VRE penetration 

▪ to determine how much CO2 emissions are caused by the flexibility needs; 

▪ to give estimations of costs linked to high renewables scenarios. 

The strength and aim of this module are of creating a realistic electricity production 

mix, security of power supply and take into account impacts created by large share 
of renewables (with considering also the impact of climate change on the 
renewables production) and changing load profiles. So, the module itself has no 

specific output, it is rather supportive to the supply module to complement the 
electricity generation mix by necessary additional capacities and assisting the user 

to see the implications on the grid. This analysis can only happen at increased time 
granularity of 8760 datapoints (hourly resolution) describing the demand and also 
the supply of intermittent electricity by PV and wind power.  

The storage module considers the impacts of the lever setting in the supply module 
on the electricity system and grid. It calculates the needed flexible capacities to 

complement supply and thereby balancing the intermittency of renewables and 
variability of load profiles, thus meeting demand. The overall annual electricity 
demand is coming from the supply module that aggregates the sector level values, 

however, the way the annual demand is distributed throughout the year in an 
hourly resolution is computed directly in the module, based on hourly data 

generated by load profiles of typical periods coming as direct input of demand 
modules. Direct GHG emissions of the additional balancing technologies are also 
calculated.  

In terms of ambition levels, the module investigates the composition and scale of 
a storage and flexible generation portfolio of electricity storage technologies. In 

order to exploit those opportunities, in some cases breakthroughs are needed – 
not only in technology but policy ambitions, too. 

Table 2 summarizes the topics the storage module is addressing. 
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Table 2 – Ambitions of the storage module 

Theme Questions Ambition 

What are the types of 
impacts we want to take into 
account in the model? 

Energy ● Power generation: What is the 
amount of needed flexible power 
generation and storage capacity to 
balance the intermittency of 
renewables and changing patterns of 
electricity consumption? 

Yes 

Emissions ● Direct emissions: What are the direct 
emissions of the installed flexible 
power generation and storage 
capacities? 

Yes 

Products, 
materials & 
resources 

● Material use: what is the resource 
usage of the investments in flexible 
power generation and storage 
capacities? 

Partially 
through other 
modules 

 Economy ● Economy: What is the cost and 
economic impact of the different 
scenarios (e.g. jobs)? 

Partially 
through links 
with other 
modules 

● Trade: electricity and natural gas? Through GTAP 
model 
integration 

Other ● Other: Biodiversity? Health?  Partially 
through other 
modules 

What are the existing 
solutions to decarbonize the 
sector? 

Improve ● Impact of large share of renewables Yes 

● Impact of storage technology choice Yes 

Can we identify some 
potential breakthrough 
(technologies or societal) that 
could have an impact? 

Improve ● What would be the impact of 
improved technologies on the 
intermittency and balancing of large 
share renewables? 

Yes 

What are the impacts of 
balancing/storage on the 
other sectors? 

Manufacturing ● What are the material requirements 
of investments into power 
generation technologies? 

Partially 
through other 
modules 

What are the impacts of 
other sectors on energy 
supply? 

Lifestyle ● Meeting the demand for electricity Partially 
through other 
modules 

Buildings ● Meeting the demand for electricity, 
considering changing patterns of 
electricity consumption due to 
electrification  

Partially 
through other 
modules 

Transport ● Meeting the demand for electricity, 
considering changing patterns of 
electricity consumption due to 
electrification of transport, and the 
potential for battery storage 

Partially 
through other 
modules 

Agriculture ● Meeting the demand for electricity Partially 
through other 
modules 

Industry ● Meeting the demand for electricity, 
considering changing patterns of 
electricity consumption due to 
electrification of the industry 
processes 

Partially 
through other 
modules 
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5  Calculation logic and scope of module 
The objective of the storage module is to match supply and demand, and account 

for the flexibility needs of the system due to the increased share of VRE. This 
module functions in close connection to the supply module and the ones defining 

the demand; thus, the calculation is based on inputs gathered from those modules. 
The user has the option to influence the volume of storage capacities via the levers 
of the module, as detailed in Chapter 6. 

The added value of the storage module compared to the supply module and the 
modules defining the demand for electricity is that this module works on an hourly 

resolution for a single year, which therefore adds up to the yearly resolution of the 
complementing modules. The module does this by applying increased granularity 
through the downscaling of the annual electricity demand and production figures 

to load curves with hourly resolution and applying hourly capacity factors for PV 
and wind power generation on the supply side. 

Considering the aims of EUCalc, the module complements the outputs of the supply 
module with the below listed characteristics:  

▪ The module predicts renewable power generation from variable sources (PV 

and wind) for each country at the hourly level, thereby capturing the need 
for electricity storage as a function of variable renewable electricity 

production. 

▪ The module breaks down annual demand of each country into load curves 
with hourly granularity for each country, thereby capturing balancing 

electricity need at the hourly level. 

▪ The module includes trade flows of electricity between the countries, thus 

correcting the supply-demand match with trade. 

▪ The module integrates specific storage technologies into the calculation to 
match flexibility needs on three timescales of balancing. 

▪ Direct CO2 emissions from additional, flexible power generation capacities 
that are needed to balance electricity demand with supply. 

The module, however, does not consider indirect emissions as they are addressed 
by other WPs (e.g. manufacturing assesses the emissions related to the 
manufacturing of the power plants)3. 

The details of the overall calculation logic of the module are presented in the 
following sections. 

  

 
3 WP3: Production and Manufacturing http://www.european-calculator.eu/research-

approach-wps/ 
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5.1  Overall logic 

The high-level calculation logic of the storage module, as shown on Figure 6, 
consists of the next steps. 

Generating the hourly level information in three parallel steps on country then 
aggregated to trading zone level: 

▪ Step 0: the module matches annual electricity demand with supply, and in 

case of excess in a trading zone accounts for electricity trade. 

▪ Step 1: the module determines hourly load curves for electricity demand 

based on load profiles and inputs from electricity consuming sectors. 

▪ Step 2: the module creates the hourly granularity residual supply curves 
based on hourly capacity factors for PV, on- and off-shore wind power. 

Securing the flexibility needs for the system on trading zone level: 

▪ Step 3: the module calculates the residual load curve from the hourly 

granularity values and generates flexibility needs on three different 
timescales. 

▪ Step 4: the module assigns different technologies to the different flexibility 

needs. 

Disaggregating parameters to country level and adjusting flows between modules: 

▪ Step 5: the module calculates disaggregates the physical storage and 
generation capacities to individual countries. 

▪ Step 6: the calculation may adjust the primary electricity production due to 

adjustment of capacity factors on hourly level, this module will finalise the 
values of the flows from the supply module and forward the final data to the 

Transition Pathway Explorer – these changes are associated to the changes 
in the capacity factor values influencing not only the produced electricity but 

the used fuel input and produced emissions. 

▪ Step 7: the module determines the cost of electricity production. 
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Figure 6 - Calculation logic of storage requirements module 

5.2  Scope definition  

Figure 7 defines the scope of the module in terms of: 

▪ The technologies included in the model; 
▪ The types of vectors of energy considered. 

 

Figure 7– Scope definition of the storage requirements module:  
technologies and vectors of energy  

Due to the special characteristics of the module, i.e. considering impact of 

electricity transmission and balancing between countries and working with 
enhanced time granularity, not only technical scopes but geographical and time 

granularities need to be defined, too.  
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5.2.1 Geographical scope 

The lowest level of geographical granularity in the module is the country level. 
From a methodology perspective this means that the module cannot assess the 

geographical location of any of the technologies and variables used in the module 
within a country, thus uses country level stock values or averages. From a practical 
point of view, this means that the module treats countries perfectly homologous 

from an electricity transmission and distribution point of view.  

Above that we consider the electricity trading zones containing several countries. 

This geographical resolution is used to calculated hourly balances and needed 
flexibility capacities. A total of 9 regions were created, which represent the trading 
zones in electricity (Table 3). 

Table 3 – Trading zones used in the module  

Trading zone Countries included 

1 Central Western 

Europe 

France, the Netherlands, Belgium, Luxembourg, Germany, Austria, 

Switzerland 

2 Central Eastern 
Europe 

Poland, Czech Republic, Hungary, Slovakia, Slovenia, Croatia 

3 South Eastern 

Europe 

Romania, Bulgaria, Greece 

4 Apennine Peninsula Italy, Malta 

5 Iberian Peninsula Spain, Portugal 

6 British Isles United Kingdom, Ireland 

7 Northern Europe Denmark, Sweden, Finland 

8 Baltic countries Estonia, Latvia, Lithuania 

9 Cyprus Cyprus 

The reason why the module is using these regions is that considering the current 
electricity transmission infrastructures and capacities, the countries within one 

region are well connected with each other, but less so with countries that are 
outside of their regions, even if they are neighbouring countries. This 
categorisation of regions also resembles that of the reporting structure of ENTSO-

E and the European Commission. This has two consequences from the perspective 
of the modelling. First, as a result of intra-region connectivity, wholesale electricity 

market prices very often converge within one region (for example see Figure 8), 
and as a result of the electricity market coupling procedures, cross-border 
capacities are also traded implicitly within these regions, as opposed to being 

explicitly traded as in the case of inter-region trade. As a result of these already 
existing market trends, it is safe to assume that bottlenecks only exist between 

regions, but not within regions.  

Secondly, due to this perfect competition-like market nature, balancing also 
happens at the trading zones level considering also the geographical limitations of 

PHS (currently, for example, concentrated in the Alps) which storage capacity is 
frequently used to fulfil flexibility needs of other countries. This regional balancing 

approach is aligned with European energy policies, too. The “Clean energy for all 
Europeans” package encourages Member States to establish a modern design for 
the EU electricity market where “electricity to move freely to where it is most 
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needed and when it is most needed via undistorted price signals, consumers will 
also benefit from cross-border competition”4.  

 

Figure 8 – Daily average wholesale prices in the Central Western Europe region in Q3 2018, 
source: European Commission, 2019 

5.2.2 Time granularity 

When considering the lowest level of observation from a time perspective, the 

hourly level has been chosen (Table 4). Hourly granularity means that there are 
8760 data points describing the demand patterns, as well as PV and wind power 
fluctuations. While we work with actual 8760 capacity factors for those 

technologies to describe fluctuations within a year, for the demand pattern we 
apply a different approach. We use typical load profiles (the repetitive 24-hour 

distribution of load from a given sector) of a sector to generate the load curve for 
the whole economy, i.e. the annual 8760-hour time-series of demand. 

As working with 8760 hourly data per year describing the changes of those 

parameters through the whole year, this dataset and calculation method for both 
supply and demand sides include hourly, daily, weekly and seasonal levels of 

balancing, but sub hourly measures (frequency controls) are excluded. The hourly 
values are used both on the supply and demand sides, to create annual load curves 

to create discrete values for the 5 year interval period that the module is 
considering for 2015-2050. 
  

 
4 https://ec.europa.eu/energy/en/topics/energy-strategy-and-energy-union/clean-

energy-all-europeans 

https://ec.europa.eu/energy/en/topics/energy-strategy-and-energy-union/clean-energy-all-europeans
https://ec.europa.eu/energy/en/topics/energy-strategy-and-energy-union/clean-energy-all-europeans
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Table 4 – Details of the enhanced granularity methodology applied by the module,  
details are given on country level per year 

 Annual values Enhanced granularity values 

 
Raw 

values 
Origin Details 

Raw 
values 

Origin Method 

Supply 

1 per 

technology 
and 

country 

Supply 
module 

Annual 
electricity 

production 
by 

technology 
and country 

3x8760 
values, 
hourly 

capacity 

factors for 
PV, on- 
and off-
shore 

wind 
power 

input 
excel 
table 

averaged and 
adjusted to 

climate impacts 
based on 

renewables.ninja5 

Demand 
1 per 

demand 
sector 

Supply 
module 

Supply 
module 
collects 
sectorial 
annual 

electricity 

demand 
values  

Load 
profiles 

directly 

from 
demand 

side 
modules 

all the load 
profiles are used 
to synthetize the 
load curve with 

8760 value 

describing a year 

5.3  Inputs and outputs of the module 

The module aims to complement the supply module by calculating details of 

necessary balancing and storage capacities for a realistic electricity production mix 
and secure operation.  

In this sense, the main inputs are used to describe the electricity production and 
demand in more detail allowing higher time granularity modelling, whereas the 
outputs are complementary to the supply module by adjusting existing capacities 

and adding new flexible storage and generation ones.  

Inputs include annual values of electricity supply and demand, as well as load 

profiles from demand side modules and capacity factors of VRE in hourly resolution 
– both used to enhance the time granularity. Apart from that, technology module 
provides input necessary for cost calculation.  

Outputs mainly the complementary capacities of flexible generation and storage 
for the full electricity generation mix with their associated outputs (emissions, 

energy use, costs and material use). Thus, outputs are CO2 emissions from energy 
mix, estimation of the electricity stored and used at the different timescales, as 
well as estimation of the storage capacity needs. 

  

 
5 https://www.renewables.ninja/  

https://www.renewables.ninja/
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5.4  Interactions with other modules 

Figure 9 shows the modules that the storage module interacts with. The kinds of 
data exchanges are explained in the subchapters to be followed. 

 
Figure 9 – Interactions of other modules with the storage module 

5.4.1 Inputs 

5.4.1.1 Energy supply 

The module receives the VRE (wind and PV) capacities in the generation mix, 

annual capacity factors, as well as electricity production from the other capacities 
considered as baseload production as complementary to the residual load curves 

generation in later steps.  

5.4.1.2 Demand side modules 

Demand side modules provide the annual sectorial aggregated electricity demand, 

however, which in case of two sectors, buildings and transport, is broken down 
further to sub-sectors in order to capture the daily, weekly and seasonal patterns 

of electricity consumption when generating residual load curves. The daily and 
weekly routine of society leads to typical load profiles in the residential and 
commercial sectors that are considered in creating yearly load curves. In addition 

to these load curves, as indicated by Bossmann and Staffell (2015) the main 
measures on the demand side that cause changes in electricity use patterns are 

electric vehicles and heat pumps. In order to capture those effects, the electricity 
demand from buildings and transport is received as follows: 

▪ electricity demand from road transportation, 

▪ electricity demand from rail transportation, 
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▪ electricity demand in non-residential buildings,  

▪ electricity demand from residential appliances, cooking and lighting,  

▪ electricity demand from residential cooling, 

▪ electricity demand from residential hot water and heating.  

Those electricity demands are used to shape the hourly electricity demand curves 

as described in the calculation chapter. The demand from other sectors are 
considered in even distribution through the year.  

DSM describes the amount of power that can be actively managed on the demand 
side to shift and smooth the demand profiles. Therefore, DSM is embedded in the 
load profiles as it is captured via changes in how the actual consumption is 

scheduled. Decarbonization actions on the demand side significantly influence load 
profiles. Growing DSM can prevent measures from a power plants perspective to 

balance demand side fluctuation. Household scale batteries are assumed to be 
available for the grid, and thus included in the battery capacity values used in the 
lever of this module. 

5.4.1.3 Technology 

The technology module provides the following parameters for the technologies 
considered within the module: 

▪ investment cost (CAPEX) as €/kW, 

▪ operation and maintenance cost (O&M) without fuel cost as €/kWh, 

▪ lifespan of technologies, 

▪ emission factors for the fossil fuel-based technologies expressed as the 
amount CO2 emitted per input calorific value. 

5.4.1.4 CCUS 

Annual electricity demand from carbon capture and storage and utilisation is 

coming directly to the storage module to prevent feedback loop with the supply 
module (source of captured CO2). This electricity demand is not due to the 
increased self-consumption caused by carbon capture (which is considered in the 

supply module) but the energy needs for carbon storage and utilization as 
implemented in the CCUS module. 

5.4.1.5 Lifestyle 

Lifestyle provides the temperature threshold when heating/cooling is switched on. 
This is needed for the hourly electricity profiles of heating and cooling in buildings.  

5.4.1.6 Climate 

The actual chosen global climate scenarios is obtained from the climate module in 
order to consider the impact of climate change on VRE. Based on this input, the 

hourly capacity factors are adjusted by parameters estimated by Tobin et al. 
(2018). 
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5.4.2 Outputs 

5.4.2.1 CCUS 

Hydrogen produced by PtX technology and available for e-fuels production is 
forwarded to the CCUS module, as well as the final captured emissions after 

adjusting the capacity factor of fossil fuel based power plants. 

5.4.2.2 Economic sector costs 

The module provides sector-based economic variables to the relevant module. 

5.4.2.3 Pathway explorer 

The pathway explorer receives the balancing adjusted electricity production data 
per technology, energy demand per carrier, GHG emissions and overall costs from 

the storage requirement module. 

5.5  Detailed calculation tree 

The calculation tree presented hereafter represents steps one to eight of Figure 6. 

In the subsections of this chapter, each calculation step is detailed throughout the 
process. As table 5 shows, steps are carried out on country or trading zone levels.  

Table 5 – Geographical resolution of calculations within the module and their justification 

Step* Calculation Resolution Justification 

0 
Supply-demand 

matching 
trading zone  

1 
Creating demand 
curves from load 

profiles 

calculated on country 
level, then aggregated 
on trading zone level 

to account for differences in demands 
(i.e., for example, due to climatic 

conditions in case of heating/cooling) 

2 
Creating electricity 
production curves 

calculated on country 
level, then aggregated 
on trading zone level 

to account for the climatic differences 

influencing PV and wind power 
generation, as expressed through the 

capacity factors 

3 
Calculating flexibility 

needs based on 
residual load curves 

trading zone level 
long term EU energy policy encourages 
cross-border measures and balancing 

4 
Assigning flexibility 

technologies 
trading zone level 

5 
Allocation of 
capacities 

country level 
to complement the country level 

electricity generation mix 

6 

Final electricity, 

emissions and fuel 
use outputs 

country level 
important to project emission 

trajectories for each country  

7 Cost calculation country level  

*with reference to Figure 6 

5.5.1 Step 0 – Supply-demand matching on annul level 

The aim of this step is to compute and fill up the annual electricity supply-demand 
gaps on trading zone level. First, the annual electricity supply-demand gap is 

calculated and adjusted with the EU – rest of the World trading balance. The annual 
net import electricity value is allocated to interconnector capacities to non-EU 

countries. For the gap calculation, to keep it consistent with the flexibility needs 
calculation, production is subtracted from demand.  
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5.5.1.1 Electricity trade within EU 

After that, having aggregated the annual demand and supply values at the trading 
zone level, and adjusted with rest of the world trade balance, the module 
determines whether a region is in a net exporter or in a net importer position. This 

is the starting point to allocate excess electricity from exporting regions to regions 
where demand is higher than production. 

In the model the exporter regions export electricity with their neighbouring trading 
zones. The model is based on the network flow theory (Kiraly and Kovacs, 2012). 
The exporter and importer trading zones are considered as nodes of a digraph with 

their demands (a negative demand mean excess of electricity), while the 
transmission connections are the edges with their capacity constraints. A virtual 

importer and exporter are added to the flow to fulfil all demands. A weight attribute 
is also involved into the calculations which is a proper tool to minimize the virtual 

member’s trade and to mimic real market processes by considering the 
demand/supply gap. 

The interconnection capacities for the 2015 base year were collected from ACER’s 

2016 publication (ACER, 2016), reflecting the aggregated net transfer capacities 
(NTC) between regions as of 2015 shown on Figure 10. Net transfer capacities are 

defined as the difference between the Total Transferable Capacities and the 
Transmission Reliability Margin, thereby truly capturing the usable capacity of a 
transmission line.  

 

Figure 10 – Schematic model of country aggregates in the storage module to allocate exports from 
an oversupplying region to a region in need of imports in 2015 

In order to include the existing plans for the expansion and intensification of cross-
border electricity trade, the Regional Investment Plans (ENTSO-E, 2017a-f) for the 

regions were used. These investment plans detail near term expansion projects 
that are already included in the Ten-Year Network Development plans, however, 

also considering longer term investments up to 2040. The Regional Investment 
Plans give a summary about cross-border net transfer capacities in relation to 
every country within a region, from which it was easy to conclude the cross-border 

2015 
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NTC values for the regional aggregation of the module. Although the Regional 
Investment Plans only list projects that are planned until 2040, the module argues 

that it is a good approximation to consider 2040 values as 2050 values in the 
module, as transmission network developments are increasingly contested 
investments and therefore are difficult to execute, likely will be subject to delays.  

For the cross-border capacities development, the Global Climate Action scenario 
of ENTSO-E was considered, as that is the one where it is envisaged that the EU 

reaches its 2050 climate goals. Based on this, the module includes the changes of 
the available transfer capacities between regions from 2015 to 2050. Interim 
values are determined by interpolation, with changes in the capacity occurring in 

steps of up to 700-1000 MW, which is the average range for transmission network 
capacity increases. Figure 11 summarises the expected 2050 state of the European 

electricity transmission network. Note the large capacity increases along basically 
all exchange corridors, and the new connection from Northern Europe to the British 
Isles, and the connection of Cyprus to South Eastern Europe. Finally, the module 

considers that cross-border interconnectors have a maximum capacity factor of 
85%, which is the value that the most used interconnectors are approaching in 

Europe. 

 

Figure 11 – Schematic model of country aggregates in the storage module to allocate exports from 
an oversupplying region to a region in need of imports in 2050 

Aligned with the time scale of the whole EUCalc model, for each fifth year the 

cross-border transmission NTC values are included in the modelling using the 
above interpolation.  

5.5.1.2 Supply-demand matching 

After considering trade, the trade adjusted supply-demand gap is closed on trading 
zone level. If there is deficit then the capacity factor of the existing natural gas 
based capacities is increased to the maximum of 85% (IEA, 2015), and additional 

new natural gas based capacities are proposed if there is still deficit remaining.  
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In case of excess, first – aligned with decarbonisation objectives – the capacity 
factor of coal based power plants is decreased even down to zero. This managed 

on trading zone level but equally in the included countries. If there is still excess 
the lever dependent PtX capacities are considered for hydrogen production. The 
volume of produced hydrogen is forwarded to the CCUS module where it makes 

the basis for further synthesis of e-fuels.  

In the module, the maximum available PtX capacity for the flexibility uses is 

determined by lever setting. This applied capacity is shared between two different 
uses of PtX. In the first use the produced hydrogen is removed from the system 
and used for methane production calculated in CCUS module, while in the second 

the hydrogen produced is stored and used for flexibility purposes, thus considered 
in the flexibility needs calculation. In the first case it is assumed that the PtX 

capacities are operating in open cycle mode, which means that the output of PtX 
is directed immediately to methane production, the produced hydrogen is not 
stored. This also means that in Step 0, the installed capacities of PtX can operate 

continuously throughout the year.  

In case of storage use this excess is not managed in Step 0, as VRE has high 

fluctuation that can be captured and managed by flexibility solutions only in higher 
time granularity. Therefore, storage use calculations are completed later in Step 4 

Nevertheless, there could be lever settings in the whole EUCalc model leading to 

such oversupply where electricity supply and demand matching is not possible or 
not giving plausible outcomes due to high risk of unnecessary investments and 

stranded assets. Therefore, regardless the automatic adjustment of supply, flag is 
issued in the pathway explorer that there are unnecessary overcapacities, thus, 
prompting the user to adjust levers to avoid stranded assets.  

The calculations in step 0 are shown in figure 12. 

 

Figure 12 – Detailed calculations of step 0 
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5.5.2 Step 1 – Creating load curves from load profiles 

Hourly electricity demand curve is calculated from the sectoral annual electricity 
demands by the method used in the DESSTINEE model6 using few typical daily 
load profiles of 24 values to generate load curves of 8760 values, as shown on 

figure 13.  

 
Figure 13 – Logic of the DESTINEE model noting the synthesis of load curve from load profiles 

Building and transport sectors are described by 8 typical load profiles in the 

DESSTINEE environment and we use those profiles in this module. Electricity 
demand in sectors without typical load patterns is also considered by using flat 

load profiles (i.e. even distribution of demand through the year).  

For the building sector the following typical load profiles (equal to 24 data points 
as hourly need for electricity) are used from the DESSTINEE and applied on the 

annual respective sub-sectoral demand: 

▪ commercial sector, summer weekday, 

▪ commercial sector, summer weekend, 
▪ commercial sector, winter weekday, 
▪ commercial sector, winter weekend, 

▪ residential sector, summer weekday, 
▪ residential sector, summer weekend, 

 

6 The DESSTINEE model, similar to EUCalc, uses a predictive simulation technique, rather 

than solving a partial or general equilibrium. Data is therefore specified by the user 

(exogenously), and the model calculates a set of answers for the given set of assumptions. 

The DESSTINEE model written in Excel and VBA is available (at 

https://sites.google.com/site/2050desstinee/getting-the-model) as a set of standalone 

Excel spreadsheets which perform three tasks: 

▪ Project annual energy demands at country-level to 2050; 
▪ Synthesise hourly profiles for electricity demand in 2010 and 2050; 
▪ Simulate the least-cost generation and the transmission of electricity around the 

continent. 

https://sites.google.com/site/2050desstinee/getting-the-model
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▪ residential sector, winter weekday, 
▪ residential sector, winter weekend. 

For the transport sector the following typical load profiles (equal to 24 data points 
as hourly need for electricity) are used from the DESSTINEE and applied on the 
annual respective sub-sectoral demand: 

▪ road transport, summer weekday, 
▪ road transport, summer weekend, 

▪ road transport, winter weekday, 
▪ road transport, winter weekend, 
▪ rail transport, summer weekday, 

▪ rail transport, summer weekend, 
▪ rail transport, winter weekday, 

▪ rail transport, winter weekend. 

Moreover, the load profiles of road transport are influenced by the ‘Charging 
patterns of EVs’ lever setting that defines how the electric vehicle stock is charged, 

as explained in more detail in chapter 5. 

It is important to mention that the sum demand from the above load profiles 

matches the annual electricity demand from the building module in order to keep 
the modelling consistent.  

From the above profiles country level demand curves are generated by considering 

country specific factors (considering time zones, different daily routines and public 
holidays), heating and cooling threshold values, as well as hourly temperature 

profile for the base year (from NASA MERRA 2 database) adjusted with climate 
change impacts. 

As output of this step, the annual, 8760 values of the load curve are synthetized 

per country, which is then aggregated on trading zone level. The 8760 datapoints 
representing the load curve are equal to the hourly electricity demand of a given 

hour. The calculation in step 1 is summarized in Figure 14. 

More details about the adaptation of the DESTINEE model into the EUCalc 

environment are described in the annex. 

 
Figure 14 – Detailed calculation logic of step 1 

 
  



 

32 
 

5.5.3 Step 2 – Creating electricity production curves 

Similarly to the demand curve, production curve is also prepared by applying two 
approaches depending on the nature of the production technology.  

For PV and wind (separately on- and off-shore), in order to consider their 

intermittency, the hourly production is obtained by using hourly capacity factor 
(CF) values as described in equation 1; all obtained from renewables.ninja (of which 

data and details are in Pfenninger and Staffell, 2016 and Staffell and Pfenninger, 
2016) multiplied by the capacities for that year to calculate hourly production.  

Equation 1 – obtaining intermittent VRE production  

𝑉𝑅𝐸ℎ𝑜𝑢𝑟 𝑛
𝑐𝑜𝑢𝑛𝑡𝑟𝑦[𝐺𝑊ℎ] =

𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑜𝑛 𝑤𝑖𝑛𝑑

 𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑜𝑛 𝑤𝑖𝑛𝑑

∙ 𝐺𝑊ℎ𝑦𝑒𝑎𝑟
𝑜𝑛 𝑤𝑖𝑛𝑑 +

𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑜𝑓𝑓 𝑤𝑖𝑛𝑑

 𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑜𝑓𝑓 𝑤𝑖𝑛𝑑

∙ 𝐺𝑊ℎ𝑦𝑒𝑎𝑟
𝑜𝑓𝑓 𝑤𝑖𝑛𝑑 +

𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑃𝑉

 𝐶𝐹ℎ𝑜𝑢𝑟 𝑛
𝑃𝑉  ∙ 𝐺𝑊ℎ𝑦𝑒𝑎𝑟

𝑃𝑉  

The renewables capacity factors for the base year (2015) are corrected by the 

future impact of climate change based on the input lever choice from the climate 
module. Tobin et al. (2018) assessed the impacts of climate change on wind and 

solar photovoltaic (among others) power generation in Europe resulting in changes 

of power generation at different global warming scenarios: +1.5 °C, +2 °C and 
+3 °C. Based on the climate change scenario selection, i.e. when +1.5 °C and +2 °C 
are reached globally, we adjust the capacity factor with the changes (for exact 

values see chapter 6) found by Tobin et al. 

VRE is complemented by the hourly production of the base load power plants of 
which productions are distributed evenly to the hours. In the next steps we are 

using the production curve to calculate the residual load curve, which is by 
definition (Andrey et al., 2017) is the load that has to be served by dispatchable 

technologies. It is computed by subtracting the wind, solar and must-run 
generation from the demand. Thus, the production technologies we are adjusting 
(either up or down regulation) to meet the flexibility needs are not included in the 

production curve. 

Given the example of Germany, with randomly chosen summer and winter months 

production curves from 2015 as shown in Figure 15, we are considering hydro, 
biomass and nuclear as baseload and thus distributed evenly for the production 
curve, whereas as production of coal and natural gas are changing, we exclude 

them from this calculation as subject for further adjustment to meet flexibility 
needs. 
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Figure 15 - Electricity production in Germany in July and November of 2015, 

 source: https://www.energy-charts.de/power.htm 

Figure 16 summarizes the calculations within this step. VRE is calculated on country 
level using country level hourly capacity factors and then aggregated to trading 

zone level. Regional sum of baseload supply is disaggregated directly on trading 
zone level to hourly resolution.  

 
Figure 16 – Detailed calculation logic of step 2 

https://www.energy-charts.de/power.htm
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5.5.4 Step 3 – Calculating flexibility needs based on 
residual load curve 

Due to perfect competition within the trading zones, as well as cross-border use 

of PHS units, the residual load curve and the flexibility needs are calculated on 
trading zones level. Applying the definition of Andrey et al., 2017 the hourly 

production of wind, solar and non-adjusted baseload (output of step 2) is 
subtracted from the hourly demand curve (output of step 1). As result, shown on 
Figure 17, these new 8760 datapoints create the hourly resolution residual load 

curve per trading zone. If the sign of the curve is positive then extra electricity is 
needed to meet demand, if negative there is excess electricity.  

 

Figure 17 – Detailed calculation logic of step 3 

From these hourly residual load values, we assessed flexibility needs based on the 
metrics by the French transmission system operator RTE (RTE, 2017). This 

methodology was also applied in several studies ordered by the European 
Commission applying the METIS framework7 (see Andrey et al., 2017 and 

Bossmann et al., 2018). These metrics are calculated based on the residual load 
and facilitate the understanding of the extent to which rising VRE shares increase 
these needs. 

In this context, flexibility is defined as the ability of the power system to cope with 
the variability of the residual load curve at all times. Responding to these needs 

would lead to a fully smoothened net load that could be fully satisfied by baseload 
capacities. Many technical solutions exist to respond to flexibility needs at different 
time scales. Hence, flexibility needs are likewise distinguished regarding the time 

horizon. Aligned with the RTE methodology and the above studies, we distinguish 
flexibility needs on different timescales (Bossmann et al., 2018).  

Each timescale is derived from the hourly residual load curve as described herein. 
As in the next step, when assigning flexibility solutions to the needs, we manage 
timescales separately and do not carry on flexibility needs between timescales, we 

adjusted the original calculations in order to prevent double counting, as follows: 

 
7 METIS is a mathematical model providing analysis of the European energy system for 

electricity, gas and heat. It simulates the operation of energy systems and markets on an 

hourly basis over a year, while also factoring in uncertainties like weather variations. METIS 

is used by the European Commission to further support its evidence-based policy making, 

for electricity and gas 
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1. Weekly flexibility need is based on the difference between annual average 
and respective weekly averages. The positive differences are summed up 

over the year and defined as the weekly flexibility need.  

2. Daily flexibility needs are based on the difference between the daily 
average and the respective weekly average values for all weeks of the 

year. The positive differences are summed up per week and then over the 
year and defined as the daily flexibility need. 

3. Sub-daily flexibility needs are based on the difference between the hourly 
residual load curve and the respective daily average values for all days of 
the year. The positive differences are summed up per day and then over 

the year and defined as the sub-daily flexibility need. 

Once we defined the flexibility needs per period the aim is to flatten out the 

residual load curve around averages of different timescales in order to consider 
the different features of storage technologies. If the residual load were to be flat 
(i.e. the average over a period), no flexibility would be required from the 

dispatchable units. Indeed, in such a situation, the residual demand could be met 
by baseload units with a constant power output during the whole period. In other 

words, a flat residual load does not require any flexibility to be provided by 
dispatchable technologies (Ardeley et al., 2017). 

Note that since natural gas and coal are not included in the residual curve 

calculation, the sum of the different periodic averages are not zero (there is no 
supply-demand balance) but value of the annual average. The annual average of 

the residual load curve over the year is equal to the gap from step 0. In case it 
was deficit, the adjusted natural gas and coal based productions need to be 
considered as minimum values to keep the balance.  

5.5.5 Step 4 – Assigning flexibility solutions to the needs 

This chapter introduces the approach of allocating the annual total flexibility needs 
to a set of certain technologies. The following principles are applied in this 

calculation step: 

1. We tackle each timescale sequentially, until the deficit (positive 

differences) is not filled. 

2. This means also that there is no carry on of flexibility needs between 
timescales, each timescale is calculated separately following each other. 

3. For each timescale, we consider that the stored energy is available at any 
moment. 

In order to find the equilibrium a portfolio of flexibility solutions is included in the 
analysis with the basic calculation approach introduced here. Basically, there are 
two ways to reach supply-demand balance: either by up or down regulation of the 

flexible production units (natural gas or coal in this calculation) or by shifting the 
sign of the difference by using storage (with accounting for process losses). 

However, due to the definition of the residual load curve, the excess only includes 
production that cannot be down regulated (i.e. VRE or must-run). Thus, practically 
there is no option to decrease the excess by down regulation only to shift the 

production.  

The key question of the calculation process if there is enough capacity that would 

allow shifting the excess to periods with deficit within the given timescale. If 
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shifting the excess is completely possible that would mean zero carbon solution, 
otherwise the system still needs to rely on the ramp up of emitting natural gas 

based power plants. 

This basic approach is shown on Figure 18 and applied at each of the three 
timescales with different sets of technologies, as explained after. Given the 

mathematical calculations yielding the flexibility needs, the positive and negative 
areas are equal. The priority is filling up the deficit in order to make supply-demand 

match in all minutes.  

 

Influenced by lever settings the excess 
area or only a part of it is stored down 

allowing shifting the excess (left bar) to 
when there is deficit (right bar). The 

portfolio of storage technologies differs by 
timescale. Here, the part of PtX is used as 
power-to-gas-to-power that remained in 

step 0. 

The amount of electricity the storage 

technologies used from the excess is 
limited by the next conditions: 

1. application order of the technologies 

(different per timescale) 

2. cap of the maximum available 

storage capacity of each technology 
influenced by lever setting  

Or until all the excess is stored including 

losses. 

 

The remaining deficit filled up by increasing 
the natural gas based production, first by 

existing capacities, then if not enough by 
adding new ones. 

Figure 18 – General calculation sequence, performed on each timescale  
starting with the weekly timescale 

This above sequence is performed for all the three timescales with considering the 
next technologies, as well as their limitations and contribution to the flexibility 
needs. This minimum and maximum values are defined by external conditions and 

could be understood as availability. As described above, the actual contribution to 
meeting the flexibility needs of a timescale can be between of these limits.  
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In meeting the needs, the order reflects the intention for decarbonisation as 
natural gas based flexibility is considered last, after all the low carbon technologies 

(i.e. storage for shifting the excess VRE production to other time periods) have 
been considered, i.e. locking out fossil fuels from the balancing. 

While timescales are managed separately, figure 19 shows how the available 

production or storage capacities of the flexibility solutions are carried on. For 
solutions that are defined by lever (storage, PtX), the exploitation of the available 

capacities starts from the first timescale and the leftover carried on the next ones. 
For natural gas, the installed capacities and the production by them are limited by 
the maximal annual capacity factor, thus the available increase the natural gas 

power plants is set by the free available capacity factor up to the limit. Over the 
limit, new capacities are added in order to meet demand. 

 
 

Figure 19 – Total potential for storage (left) and natural gas (right) and its carry-on between 
timescales, sizes are only illustrative 

Given the characteristics of the EUCalc modelling (non-equilibrium and non-
optimization modelling, allowing free choice to the user), the application of 

flexibility solutions per time zones based on their basic discharge time parameter, 
as shown on Figure 20 and Table 6. Policy measures, market conditions and 
economic factors can influence more the application fields than solely the technical 

parameters. However, as general the EUCalc model, the user can experiment 
freely with different storage conditions influenced by lever setting. 

 

Figure 20 – Basic characteristics of storage technologies, 
 LAES, SMES and capacitors are not considered in EUCalc. Source: ICEF, 2017 
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Table 6 – Application of flexibility solutions per timescales in the EUCalc model 

 Natural gas PtX PHS CAES Battery Fly-wheel 

Sub-daily x    x x 

Daily x  x x   

Weekly x x x    

5.5.5.1 Power-to-X (PtX)  

PtX is the process of converting the surplus power to different types of hydrogen 
based energy carriers for use across multiple sectors, or to be reconverted back 
into power. It has the potential to greatly increase the flexibility of the power grid. 

It represents an optional place to put the temporary surplus of power from VRE 
and reduces carbon by displacing fossil fuel energy sources in other sectors 

(IRENA, 2019).  

In the module, the maximum available PtX capacity for the flexibility uses is 
determined by lever setting. First, in step 0 this is used to produce hydrogen and 

the remaining PtX capacity is used in power-to-gas-to-power mode, where the 
generated energy carrier is converted back to power to reduce deficit. Practically 

this means that while in Step 0 PtX units are operating in open cycle mode, in Step 
4 the units are operating in closed cycle. Therefore, in Step 4, a discharge and 
charge time is taken into consideration for PtX, which resembles the storage 

capacity of the hydrogen tanks of PtX units. The detailed calculation methodology 
for PtX is found in section 5.6.2. 

In filling the flexibility needs PtX is second in the order, as its application (and thus 
exploitation of the capacity by lever) is only limited for one timescale. 

5.5.5.2 Storage  

Storage is a very versatile technology that can provide a wide range of 
applications. As a flexibility solution, it can store excess energy for later use. 
Depending on the discharge time of the considered storage technology (energy to 

capacity ratio), a given unit can provide sub-hourly regulation services and/or 
arbitrage services (e.g. by storing the excess PV and feeding it back into the grid 

during evening peak demand episodes). Next to regulation and arbitrage services, 
storage flexibility solutions can also provide voltage regulation services, black start 

services, avoid or delay network reinforcements by managing congestions, and 
capacity value by lowering the need for investments in conventional generation 
units (Ardeley et al., 2017). The scope of modelling includes the regulation services 

of the storage solutions.  

Storage technologies in the EUCalc model include PHS (for weekly and daily 

flexibility needs), CAES (for daily needs) as well as flywheels and batteries (both 
for sub-daily flexibility purposes). While the potential of flywheels, batteries and 
CAES are not limited by geographical conditions, the deployment of storage with 

longer discharge times is mainly limited by the Member State level potential to 
host PHS (Ardeley et al., 2017). These potentials are considered in the level 

definitions.  

Annual storage capacities for all the four technologies are defined through one 
lever, as setting the storage portfolio that defines the total year storage capacity 

calculated based on cycle times as described in a later chapter. That means the 
storage technologies for the same timescale are considered together and by equal 
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proportion compared to the maximum available value (i.e. if there are two storage 
technologies for a timescale, then both use their maximum amount to the same 

percentages).  

5.5.5.3 Flexible generation 

Natural gas can serve as backup for situations when VRE production is low. Given 

their continuous availability throughout the year, they may reply to flexibility 
needs from hourly to annual scales (Bossmann et al., 2018).  

As electricity production by natural gas is not included in the residual load curve, 

the starting point for their inclusion into meeting the flexibility needs is its 
production after step 0. With considering a maximum capacity factor (85% by IEA, 

2015) the available production from those existing units can be calculated and 
carried on through the timescales, or if exploited new units are added. These new 
capacities are in the system for their lifetime, thus in the next time steps (i.e. after 

five years), they are considered in step 0. As addition of new natural gas based 
capacities is not bound by system limitations or other boundaries, it will fill up the 

deficit.  

5.5.6 Step 5 – Disaggregation of capacities to individual 
countries 

The previous steps define the total annual storage capacity used by each 
technology. In Step 6, the module first determines how much of the storage 

capacity set by the lever is located in each trading zone. In the case of PHS, the 
topographical characteristics and country-level analysis determines how much of 

the technology in each region can develop, if any.  

Disaggregating all other storage technologies to the trading zone level is based on 
input from the supply module. The storage module uses the residual load concept 

to assess annual needs for storage at different timescales, therefore the 
disaggregation of the non-PHS technologies is based on the share of VRE 

generation capacity in the trading zone compared to the overall (EU-28 plus 
Switzerland) VRE generation capacities. This approach is underpinned by the fact 
that storage capacities are needed in regions where the VRE penetration is the 

highest. Furthermore, with this approach, the storage capacities in each trading 
zone can follow the lever setting in the supply module (low wind with high PV and 

various combinations), thereby truly responding to needs. On the other hand, it is 
also good to focus on generation capacities (GW) as opposed to the output of RES-
E technologies (GWh) as balancing markets are exclusively focusing on available 

capacities to replace missing ones. To give an example, the disaggregation would 
work as follows: in 2020 the Baltic region has 8% of wind and PV generation 

capacity (GW) among all regions, thus 8% of the EU28+CH level non-PHS storage 
capacity would be in the region.  

In order to get the necessary physical (investments) units (defined as rated power, 

P) for storage technologies as an output of the model and as basis for cost 
calculation, equation 2 is used.  

 

 

 

Equation 2 – Obtaining rated power from annual stored volume  
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𝑃𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦 [𝐺𝑊] = 2 ∗
 𝑎𝑛𝑛𝑢𝑎𝑙 𝑠𝑡𝑜𝑟𝑎𝑔𝑒 𝑣𝑜𝑙𝑢𝑚𝑒𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦 [𝐺𝑊ℎ] ∙

8760[ℎ𝑜𝑢𝑟]
 

 

𝑃𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦 [𝐺𝑊] =
 𝑠𝑡𝑜𝑟𝑎𝑔𝑒 𝑣𝑜𝑙𝑢𝑚𝑒𝑐𝑦𝑐𝑙𝑒/𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦 [𝐺𝑊ℎ] ∙

𝑐𝑦𝑐𝑙𝑒𝑡𝑖𝑚𝑒𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦[ℎ𝑜𝑢𝑟]
 

The cycle times are considered as constants and detailed in chapter 6.  

Having determined the needed electricity storage units to be installed, the module 

allocates these capacities and the new natural gas based ones to the countries 
included in EUCalc. 

Allocation of the capacities to the country level from trading zone levels happens 

two ways, also shown on figure 21: 

● in case of technologies where the geographical conditions define the 

potential per country (PHS), the units are shared accordingly as defined in 
the lever – for PHS which already exists in large scale new units are only 
added of exceeding the annual storage volume in the given trading zone;  

● in case of technologies not dependent on geographical conditions (natural 
gas power plants, batteries, flywheels and CAES), the capacities are 

allocated based on the ratio of annual supply-demand gap of the country to 
the total trading zone level annual supply-demand gap. 

 

Figure 21 – Detailed calculation logic of step 6 

5.5.7 Step 6 – Finalising variable flows between modules 

As the above calculation changes the annual electricity production per technology 
per country as calculated in the supply module, and in order to prevent feedback 

loop, the supply module will forward all the annual electricity production values 
and associated emissions and fuel inputs per technology per country solely to the 
storage module which – after adjusting it for balancing and supply-demand 

matching – will forward the final data to the Transition Pathway Explorer, shown 
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on Figure 22. As these changes are associated to the changes in the capacity factor 
and to the installation of new power generation capacities, the modified electricity 

production influences both the used fuel input and produced emissions. 

Eventual curtailment and/or adjustments of capacity factors do not influence lever 
settings in the supply module as the chosen capacities are there in the system and 

functional but for certain hours of the year only working with reduced or increased 
power output. 

 

Figure 22 – Detailed calculation logic of step 6 

5.5.8 Step 7 – Determining cost of electricity 

As the storage module alters electricity production and adds additional capacities 
and technologies, the cost of electricity is calculated here but also considering the 

other technologies from supply module of which production is not affected by the 
storage calculation mechanism.  

Similar to other modules, costs are calculation is linked to the technology module. 
The cost calculation uses unit costs for technology CAPEX and OPEX from the 
technology database. The evolution of those unit costs is expressed by applying a 

learning rate, i.e. the reduction of the cost as the installed capacity doubles. For 
fossil fuel based electricity production technologies and nuclear power plant, no 

learning rate was assumed but a trajectory between fixed CAPEX and OPEX cost 
in 2015 and 2050. The unit costs then are multiplied by the actual capacities or 
production. Same is applied for the fuel costs where the unit costs of fuels are 

imported to the model. All unit costs are expressed in 2015 EUR. 

From those values the cost of electricity production (COE) is defined based on the 

next components. The components of the costs for a given year are the total 
CAPEX, total OPEX and total fuel costs which are summed up and divided by the 

sum of electricity produced. This calculation is performed by equation 3 for each 
country and time period. 

Equation 3 – Cost of electricity production calculation  

𝐶𝑂𝐸 [
𝐸𝑈𝑅

𝑘𝑊ℎ
] =

∑ 𝑂&𝑀𝑡𝑒𝑐ℎ
𝑡𝑒𝑐ℎ 𝑛
𝑖=1 + ∑ 𝑓𝑢𝑒𝑙 𝑐𝑜𝑠𝑡

𝑓𝑢𝑒𝑙
+ ∑ 𝐶𝐴𝑃𝐸𝑋𝑡𝑒𝑐ℎ

𝑡𝑒𝑐ℎ 𝑛
𝑖=1

𝑓𝑢𝑒𝑙 𝑛
𝑖=1

𝑡𝑜𝑡𝑎𝑙 𝑒𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦 𝑝𝑟𝑜𝑑𝑢𝑐𝑒𝑑
 

However, while OPEX and fuel costs are actual costs for the year, the total CAPEX 
in a given year is not reflected fully in the costs as it is distributed through the 
whole lifetime. Therefore, from the CAPEX values calculated from the unit costs, 

yearly CAPEX values are formed by applying equation 4. As for a technology, the 
capacities in a given year consist of units with different ages, we differentiate them 

by applying the WACC factor which is considered constant (7.5%, from IRENA, 
2018). As the EUCalc uses 5 year periods, we assume 2.5 year average age for 
the capacities entered in one period.  
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Equation 4 – Calculation of CAPEX for a given year  

𝐶𝐴𝑃𝐸𝑋𝑦𝑒𝑎𝑟 𝑁
𝑡𝑒𝑐ℎ𝑛𝑜𝑙𝑜𝑔𝑦 𝑀

=
1

𝑙𝑖𝑓𝑒𝑠𝑝𝑎𝑛
∙ ∑ (

𝐶𝐴𝑃𝐸𝑋𝑖

(1 + 𝑊𝐴𝐶𝐶)𝑁−𝑖+2,5
)

 𝑁

𝑖= 2020

 

CAPEX component is only considered for the units that are commissioned on the 

2015-2050 period, as for the capacities from the base year we assume full 
deprecation of the initial costs.  

6  Description of levers and ambition 

levels 

6.1  Lever description and justification 

There are two levers defined in this module, see Table 7. The first describes a 
portfolio of balancing and storage technologies. The user can select the 

composition of the technology portfolio defined as ambition level. The lever works 
on EU28 plus Switzerland level and disaggregation to Member State level is applied 

directly in the calculation. With this lever, the user can influence the technology 
portfolio delivering (at least partially) the flexibility needs. The trajectories for 
storage capacities express a maximum value that could be exploited depending on 

the residual load curve as described in previous chapters. Thus, the user may not 
experience full exploitation of the available capacities. Rationale behind is that 

further installations will reflect the actual flexibility need and its changes.  

With the second lever the user can influence the charging patterns of electric 
vehicles, thus influencing when charging happens and able to shift demand. 

Therefore, this lever functions as a tool for DSM. 

Table 7 – List of levers for the storage module 

 Lever Brief description 

1. Balancing 

strategies 

Needed amount of balancing power is shared to the next set of 

technologies:  

▪ pumped hydroelectric storage; 

▪ electro-chemical, battery, stationary; 

▪ electro-mechanical, flywheel; 

▪ electro-mechanical, compressed air storage; 

▪ Power-to-X (PtX). 

For each technology, the ratios per level are based on analysing 

the potential the changes in production, as described in details in 

the next section. 

In general, the next factors were considered: 

● past and current features; 

● future development; 

● future performance and scale; 

future importance in other models and policies.  

2.  Charging 

patterns of 

EVs 

Based on the charging patterns identified by NREL and what 

percentage of the EV stock is charging according to a given pattern.  
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6.2  Definition of ambition levels 

The levers describe scenarios for further development of the storage technologies 
depending which technology gets more focus, as explained in Table 8, and similarly 

for charging patterns of EVs in Table 9. 

Table 8 – Definition of ambition levels of storage portfolio 

Level 1 

This scenario considers that the 
storage electricity volumes will grow 

according to the least ambitious 
trajectories found in literature across 
each technology. 

Level 2 

This scenario considers that there is a 
rapid breakthrough in battery 

technologies, therefore this technology 
is growing according to the most 
ambitious trajectory. As a result, all 

other technologies are growing at the 
least ambitious levels (except PtX that 

follows an intermediate trajectory). 

Level 3 

This scenario considers that the 
currently less attractive technologies of 
CAES and flywheels will gain wide-

spread acceptance and hence will grow 
at their most ambitious trajectories. In 

this case, however, the growth 
trajectories of PHS and batteries will be 
an intermediate growth trajectory 

between their least and most ambitious 
trajectories. 

Level 4 

This scenario considers that all storage 
technologies grow according to their 
most ambitious trajectories. This level 

is considered as transformational and 
requires some additional breakthrough 

or efforts such as important costs 
reduction for some technologies, very 
fast and extended deployment of 

infrastructures, major technological 
advances, strong societal changes, etc. 

Table 9 – Definition of ambition levels of charging patterns of EVs 

Level A 

This scenario considers that most of 

the EVs will be charged in uncontrolled 
manner not using fully the storage 

potential of electric vehicles for 
flexibility purposes. 

Level B 

This scenario considers that 

uncontrolled charging patterns are still 
dominating the scene but intelligent 

charging solutions are gaining more 
opportunity, thus some of the storage 

potential can be used for flexibility 
purposes. 

Level C 

This scenario considers that intelligent 
charging options and patterns are 

penetrating more, thus the storage 
potential of electric vehicles is better 

exploited for flexibility purposes. 

Level D 

This scenario considers that most of 
the EVs will be charged in an intelligent 

manner and thus making the storage 
potential of EVs available for flexibility 

purposes. This requires some 
additional breakthrough or efforts such 
as important costs reduction for some 

technologies, very fast and extended 
deployment of infrastructures, major 

technological advances, strong societal 
changes, etc. 
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6.3  Policy description 

Policies influencing the market and technologies of storage are the energy policies 
and development of balancing and storage are embedded into the context of 

energy policy. The general energy policy of the EU is introduced in the 
documentation of the supply module.  

The topic of storage in the context of energy policy is closely linked to 

decarbonization objectives and its main tool, large share of intermittent 
renewables. By 2050, the European Union aims to reduce greenhouse gases by 

more than 80%. A decarbonised power system will depend on a large share of 
non-dispatchable, weather dependent sources, primarily solar and wind power. 
The key to addressing the variability and uncertainty of variable renewable 

electricity integration is the increasing of the overall flexibility in the power system. 
Energy storage can provide a variety of flexibility services, including provision of 

operating reserves and shifting energy over time to better match generation and 
load. Storage can provide both downward and upward flexibility, storing energy 
either when there is generation surplus or lower demand and discharging in the 

opposite case. 

In line with the above, the European Commission recognizes that energy storage 

can support the EU's plans for the Energy Union by helping to ensure energy 
security, a well-functioning internal market and helping to bring more carbon-
cutting renewables online8. Considering the need for further development of 

storage technologies, apart from energy policy, promoting innovation in key 
technologies is also important, thus technological innovation in storage is part of 

the Horizon 2020 programme and the Strategic Energy Technology Plan. In line 
with this approach, the ambition levels reflect the need for breakthrough for scaling 

up certain storage solutions. 

6.4  Current situation of electricity storage technologies 

The global stationary and grid-connected energy storage capacity was 156.4 GW 
in 2016 of which only the pumped storage hydropower technology was 150 GW 

(IHA, 2016). Other technologies only constitute a small slice of the pie but growing 
continuously: around 0.8 GW of new energy storage capacity was built in 2016, 

bringing the year-end capacity total to an estimated 6.4 GW (DOE, 2019). Most of 
the growth was in electrochemical (battery) storage technologies, which increased 
by 0.6 GW for a total of 1.7 GW energy storage capacity (Figure 23). Lithium-ion 

technologies constituted most of the new capacity installed and nowadays the 
rechargeable battery is one of the most widely used electrical energy storage 

technologies in many areas (Figure 24). Battery storage is attractive because it is 
already economical, easy to deploy, compact, and provides virtually instant 

response both when being charged and discharged (Zsiborács et al., 2018, Luo et 
al., 2015, May et al., 2018). 

 
8 https://ec.europa.eu/energy/en/topics/technology-and-innovation/energy-storage  

https://ec.europa.eu/energy/en/topics/technology-and-innovation/energy-storage
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Figure 23 – Global operational electricity storage power capacity by technology,  

mid-2017, source: IRENA, 2017 

 
Figure 24 – Global operational electricity storage power capacity by technology without PHS,  

mid-2017, source: IRENA, 2017 

PHS also dominates in Europe, Figure 25 shows the sum of installed storage units 

in Europe as of 2016. 
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Figure 25 – Operational grid-connected electricity storage capacity in the 28 Member States of the 
EU (EU28) plus Norway and Switzerland9.  

source: EASAC, 2017 

6.5 Various scenarios for electricity storage in 2050 

IRENA scenarios show that the total electricity storage volumes are projected to 

grow from an estimated 4.67 TWh of 2017 to 6.62-15.89 TWh by 2030 (Figure 
26), if the share of PV and wind energy in the energy system is to double by 2030. 

Based on the reference forecasts to 2030, the global PHS capacity will increase at 
least by 1.2 TWh compared to 2017. However, it should be noted that the TWh 
forecasts have significant uncertainty till 2030 (IRENA, 2017).  

 

 

Figure 26 – Electricity storage energy capacity growth by source, 2017-2030, source IRENA (2017) 

The large increase in storage technologies as forecasted by IRENA (2017) will be 
driven by the rapid growth of utility-scale and behind-the-meter applications. It 

means that the total electrochemical storage volumes in stationary applications 
will grow from an estimated 11 GWh in 2017 to 100-421 GWh by 2030 (Figure 
27). High residential and commercial electricity rates, the competitive cost 

 
9 Note: the figure title is copied from the original source, however, in the calculation 

scheme of the storage requirement module we use capacity as storage capacity (i.e. the 

amount of electricity the storage units can store simultaneously, TWh), in the terminology 

of the module the data on the figure can be understand as rated power and for PHS as 

electricity generation capacity of the water turbine. 
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structures for PV, and the low levels of remuneration for grid feed-in constitute 
important aspects that are helping the spread of stationary battery technologies 

(IRENA, 2017). It is expected that regulatory reforms will open up other 
opportunities for electro-chemical storage deployment, given that battery storages 
will be increasingly offering competitive and flexible services (such as time shift 

services, frequency regulation, voltage support or renewable capacity firming) to 
markets (Garrett et al., 2015). 

 

Figure 27 - Electro-chemical electricity storage capacity growth in stationary applications by sector 
in the case of low and high scenarios, 2017-2030, source: IRENA, 2017 

In 2030 the estimated role of PHS will be still significant but smaller because the 
cost reduction of battery technologies will open up new economic opportunities for 

storage technologies (Figure 28). In the future, it is likely that the total installed 
cost for stationary Li-ion battery applications will be in the range of 145-480 

USD/kWh, depending on battery chemistry, which is a 50-60% reduction compared 

to current costs. The cost of Li-ion batteries used in electric vehicles already 

decreased by 73% from 2010 to 2016 (IRENA, 2017). But it is not just Li-ion based 
batteries that have great prospects. The cost reduction potential for emerging 

technologies (like zinc bromine or vanadium redox flow batteries) are also 
significant. Other than these two technologies, the IRENA reference scenario does 
not count with significant advancements. 
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Figure 28 – Battery electricity storage system installed energy cost reduction potential,  

2016-2030, source: IRENA, 2017 
*LA = lead-acid; VRLA = valve-regulated lead-acid; NaS = sodium sulphur; NaNiCl = sodium nickel 

chloride; VRFB = vanadium redox flow battery; ZBFB = zinc bromine flow battery; NCA = nickel 
cobalt aluminium; NMC/LMO = nickel manganese cobalt oxide/lithium manganese oxide; LFP = 

lithium iron phosphate; LTO = lithium titanate. 

6.6  Lever specification 

6.6.1 Balancing strategies 

With this lever, the user can set the available yearly storage capacities for a 

portfolio of storage technologies. Under this lever, the next technologies are 
considered, namely: 

▪ pumped hydro storage; 

▪ electro-chemical, battery, stationary; 

▪ electro-mechanical, flywheel; 

▪ electro-mechanical, compressed air storage; 

▪ Power-to-X (PtX). 

6.6.1.1 Rationale for lever and level choices 

The different levels in this lever reflect a diverging composition of storage 
technologies in the overall storage portfolio. The composition of the storage 

portfolio at each level is detailed below: 

Level 1 – current trends: all storage technologies develop according to their least 

ambitious projections. 

Level 2 – battery breakthrough: only batteries develop according to their most 
ambitious trajectory; all other storage technologies develop according to their least 

ambitious trajectories. The rationale and main impact of this lever setting is to test 
the ratio and spread of battery storage for which ambitions and even 

breakthroughs are needed. Applicability of battery storage and its potential to 
substitute flexible power generation are key topics for full decarbonisation of the 
power sector relying on high share of renewables. 
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Level 3 – breakthrough in alternatives: flywheels and CAES develop according to 
their most ambitious trajectory, while PHS and batteries develop according to their 

intermediate trajectory. The rationale behind this lever choice is that flywheel and 
storage technologies are not as advanced as battery technologies yet, therefore 
the intermediate development of batteries and PHS can be thought of as a 

prerequisite for most ambitious developments in the flywheel and storage 
technologies. Intermediate advancement in PHS and batteries mean that these 

technologies develop according to a trajectory that is the arithmetic mean of the 
most and least ambitious trajectories. 

Level 4 – strong commitment to storage: all storage technologies develop 

according to their most ambitious trajectories. The lever also contains the 
possibility of further expanding PHS, as current only large-scale storage solution 

is limited due to geographical potential. Already in many countries the potential 
has been already exploited, while in other countries – mainly in the Alps – there is 
still significant untapped potential. This will be available for the other countries in 

the same trading zone due to the approach applied to calculate storage.  

6.6.1.2 Determining storage capacity (volumes) for each technology 

This section elaborates the annual storage capacities that a technology may be 

able to offer in the different lever settings. The module focuses on the annual 
storage capacities (expressed in TWh) of the storage technologies due to the 

calculation logic as opposed to the rated power (expressed in GW). In this step we 
describe how the EU28 plus Switzerland level trajectories were obtained, after 
which the disaggregation is elaborated to the trading zone and country level. 

2015 data for installed PHS units were extracted from the JRC IDEES database 
(Mantzos et al., 2018), which is used as a starting point. The reported capacities 

express the electricity production capacity of the water turbine (i.e. installed 
generation capacity). As reported by Gimeno-Gutierrez and Lacal-Arántegui 

(2015), there are no official figures in Europe for the storage capacity of PHS units. 
The only source, is a 2011 survey by Eurelectric (2011) that includes the storage 
capacity of PHS for certain countries in Europe of which results are shown on Figure 

29. 

 
Figure 29 – Total amount of electricity (logarithmic scale) that can currently be stored in one ideal 

pumping cycle, source: Eurelectric, 2011 
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Generation capacities for 2011 were also taken from the JRC IDEES database 
(Mantzos et al., 2018) in order to calculate the 2011 country specific ratio of the 

generation and storage capacities. This ratio was used to deliver the 2015 storage 
capacities in TWh. In case of a country has PHS units but the survey did not provide 
storage capacity values, the ratio of a similar country was used: for Italy the ratio 

of France, and for Romania, Croatia, Slovenia and Sweden the ratio of Ireland. 

In case of the least ambitious trajectory for PHS, we only assume additional PHS 

capacities that are part of the ENTSO-E Ten Years Network Development Plan 2018 
Storage project database10, see Table 10. These capacities will start operation in 
the schedule as indicated below. 

Table 10 – New pumped hydroelectric storage projects in Europe 

ENTSO-E 
project number 

Country 
New storage 

capacity (GWh) 
Expected 

commission date 
Current status 

1000 Austria 1,8 2022 Under Construction 

1001 Austria 152 2034 In Permitting 

1026 Austria 3,5 2025 In Permitting 

1002 Belgium 2 2022 
Planned But Not Yet 

Permitting 

1003 Bulgaria 5,2 2025 In Permitting 

1004 Estonia 5,45 2028 In Permitting 

1006 Greece 3,974 2023 In Permitting 

1025 Ireland 1,8 2026 Under Consideration 

1030 Ireland 6,1 2024 
Planned But Not Yet 

Permitting 

1009 Lithuania 8,2 2024 Under Consideration 

1029 Slovenia 8,56 2027 In Permitting 

1011 Spain 75,11 2020 In Permitting 

1012 Spain 3,6 2023 In Permitting 

1019 Spain 34,9 2027 In Permitting 

1027 Spain 1,62 none In Permitting 

1014 UK 30 2027 In Permitting 

1015 UK 6,9 2025 Under Consideration 

In case of the most ambitious trajectory for PHS in 2050, the full exploitation of 

PHS potential is considered as defined by Gimeno-Gutierrez and Lacal-Arántegui 
(2015). Table 11 summarizes the figures obtained as described above. Linear 
interpolation was used for calculating the intermediate ambition level which is not 

shown in the table below. 
  

 
10 available here: https://tyndp.entsoe.eu/tyndp2018/projects/storage_projects 

https://tyndp.entsoe.eu/tyndp2018/projects/storage_projects
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Table 11 – Pumped hydroelectric storage capacity ambition levels 

Country Annual storage capacity, GWh 

  2015 2050 least ambitious 2050 most ambitious 

Austria 22 776  50 335  77 614  

Belgium 5 694  7 118  8 541  

Bulgaria 4 380  27 156  521 220  

Croatia 1 314  1 314  1 314  

Cyprus   3 395  

Czech Republic 5 256  5 256  26 972  

Denmark    

Estonia  597  597  

Finland   1 314  

France 30 660  30 660  197 290  

Germany 29 784  42 908  69 941  

Greece 3 066  3 650  24 528  

Hungary   438  

Ireland 1 314  6 504  61 758  

Italy 33 726  33 726  311 099  

Latvia    

Lithuania 3 504  4 090 4 384  

Luxembourg 5 694  5 694  5 694  

Malta    

Netherlands    

Poland 7 884  7 884  52 321  

Portugal 7 884  7 884  24 404  

Romania 1 752  1 752  28 551  

Slovakia 3 942  3 942  38 435  

Slovenia 876  6 671  30 323  

Spain 25 842  27 590  87 819  

Sweden 438  438  31 911  

Switzerland 7 884  7 884  35 382  

UK 11 826  25 050  356 213  

For non-PHS storage technologies, there is no country, not even Europe level 
projections for installed capacities of these other storage technologies, therefore 

we disaggregated the scenarios from IRENA (2017) to obtain storage capacity 
values.  

In order to estimate electricity storage volumes for electro-chemical batteries, the 
‘ES5: Battery electricity storage energy capacity growth in stationary applications 
by main-use case, 2017-2030’ figure was used from (IRENA, 2017) (Figure 27). 

From the scenarios presented in the source, the lowest 100 GWh and the highest 
ambition 421 GWh global battery storage power outputs were considered. 35% of 
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this new, global electro-chemical energy storage power was estimated to be 
realised in the EU-28 plus Switzerland. It is important to note that there are not 

any suitable scenarios for battery storage after 2030. First, linear interpolation was 
used for calculating 2025 values from the 2030 values (in order to match the 5-
years EUCalc resolution). After 2030, the excel forecast function (least square 

method) was used to determine the values for 2035-2050. For each analysed year, 
the entire previous period was considered. This means that for instance in the case 

of 2035, the 2020-2030 period was considered, while in 2040 the period 2020-
2035 was considered. It is also important to mention that the module considers 
that battery storages can be installed in any country; the technology does not have 

any geographical of topographical constraints.  

As a result of the calculations, we determined the annual electricity storage 

volumes for the least and most ambitious cases for 2050 in battery storages. 
Intermediate storage volumes have been calculated using linear interpolation, 
which are not shown in the table below. The below table shows the theoretical 

maximum energy storage capacity of batteries in the respective years at the EU-
28 plus Switzerland level. Disaggregation of these capacities to trading zone and 

country levels are carried out as detailed in Step 6 of the calculation process. 

Table 12 – Annual electricity storage volumes for batteries, TWh 

Tech. Ambition  2015 2020 2025 2030 2035 2040 2045 2050 

Battery 
Least 0.3  0.3 20.1 39.8 59.6 79.3 99.1 118.8  

Most 0.3  0.3 83.9 167.5 251.1 334.6 418.2 501.8  

For the 2015 values of power output of electro-mechanical storage technologies, 

the DOE Global Energy Storage Database (DOE) was used. For future values of 
these technologies, the IRENA (2017) study was used, in which projections for 

many technology-specific storage scenarios are described until 2030 (IRENA, 
2017). For electro-mechanical storage ‘ES3: Electricity storage energy capacity 
growth by source, 2017-2030’ figure was used. From the scenarios the 20 GWh 

lowest and the highest ambition 84 GWh global electro-mechanical storage energy 
capacity were estimated. 30% of this new, global electro-mechanical energy 

storage power was estimated for EU plus Switzerland. Furthermore, based on 
IRENA and DOE data, a share of 63% flywheel and 37% CAES has been assumed 
for electromechanical storage technologies. The below table shows the theoretical 

maximum energy storage capacity of CAES and flywheels in the respective years 
for the least and most ambitious trajectories at the EU-28 plus Switzerland level. 

Intermediate ambition levels that have been calculated with linear interpolation 
are not shown in the table below. Disaggregation of these capacities to trading 
zone and country levels are carried out as detailed in Step 6 of the calculation 

process. 

Table 13 – Annual electricity storage volumes for other technologies, TWh 

Tech. Ambition 2015 2020 2025 2030 2035 2040 2045 2050 

CAES 
Least 0.5 0.5 2.4 4.3 6.2 8.1 10.0 11.9 

Most 0.5 0.5 9.1 17.7 26.2 34.8 43.4 52.0 

Flywheel 
Least 21.0 21.0 98.7 176.4 254.0 331.7 409.4 487.1 

Most 21.0 21.0 374.1 727.1 1080.1 1433.1 1786.2 2139.2 

For power-to-X, the EU Reference Scenario 2016 and the ’Technical report on 

Member State results of the EUCO policy scenarios' sources were used to create 
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Level 1 and Level 4 trajectories, between which linear interpolation was applied. 
Table 14 shows the maximum amount of electricity PtX technologies may withdraw 

from the electricity grid, which is equal to the volume of electricity that 
electrolysers draw from the electricity system over an entire year. 

Table 14 – Annual electricity storage capacities for PtX, TWh 

Tech. Ambition 2015 2020 2025 2030 2035 2040 2045 2050 

PtX 

Least 0.02 0.02 0.09 0.15 0.22 0.29 0.35 0.42 

2 0.02 0.02 0.16 0.31 0.46 0.60 0.75 0.89 

3 0.02 0.02 0.24 0.47 0.69 0.92 1.14 1.37 

Most 0.02 0.02 0.32 0.63 0.93 1.23 1.54 1.84 

In the module, we consider two applications for PtX: power-to-fuels when the 

excess electricity is turned into hydrogen as the basis for transport e-fuel 
generation that is modelled in the CCUS module, as well as power-to-gas-to-power 
when the excess electricity is stored in the form of H2 gas and used again to 

produce electricity in times of deficit.  

According to the detailed calculation tree presented in Section 4, PtX has two main 

usages in the electricity system. The module assumes that in Step 0, the electricity 
volumes presented in Table 14 are used for hydrogen production. The module 

assumes that electrolysers work with 80% efficiency, which is the higher range of 
the currently most viable alkaline electrolysers and polymer electrolyte 
electrolysers (Schmidt et al., 2017). Depending on the lever setting, that means 

that on calorific value 80% of the above figures can be obtained as hydrogen.  

Following Step 0, if there are unused storage capacities of PtX, in Step 4 these 

capacities are used on a power-to-gas-to-power basis to store down electricity. In 
this case, the PtX units are assumed to operate on a closed cycle basis, i.e. storing 
the produced hydrogen in a tank, and releasing it at times of electricity supply 

shortage. In order to do this, the remaining PtX units are assumed to have a 24-
hour discharge time as per Fuchs et al. (2012). Thus, the maximum possible 

volume to be withdrawn is limited by the 24-hour discharge time of the units, 
therefore it takes 48 hours in Step 4 to completely charge and discharge PtX units. 
As Table 14 does not consider discharge time, the leftover after open cycle PtX 

mode needs to be halved in order to consider the time for discharge.  

In order to estimate how much of the stored electricity in PtX can be put back into 

the electricity grid later, it is required to factor in the efficiency of the whole 
process. As per Table 17, the round trip efficiency of PtX used as in Step 4 is only 
35%, therefore the values in Table 15 have to be adjusted accordingly.  

The disaggregation of the PtX units to trading zone and country levels is performed 
similarly as in the case of non-PHS storage technologies. The share of VRE 

generation capacity each trading zone has compared to the EU-28 plus Switzerland 
level VRE generation capacity determines the share of PtX in each trading zone.  

After combining the trajectories of each technology, the following table (Table 15) 

emerges that represents the annual storage volumes of each technology at the 
EU-28 plus Switzerland level, given the lever setting.  
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Table 15 – Ambition levels of the module, all values are in TWh (Level 1 is current trends, level 2 is 
battery breakthrough, level 3 is breakthrough in alternatives, and level 4 is strong commitment) 

 Tech. Amb. 2015 2020 2025 2030 2035 2040 2045 2050 

L
e
v
e
l 
1

 

Battery Least 0.3 0.3 20.1 39.8 59.6 79.3 99.1 118.8 

PHS Least 215.5 216.6 231.8 247.1 262.3 277.6 292.8 308.1 

CAES Least 0.5 0.5 2.4 4.3 6.2 8.1 10.0 11.9 

Flywheel Least 21.0 21.0 98.7 176.4 254.0 331.7 409.4 487.1 

PtX Least 0.0 0.0 0.1 0.2 0.2 0.3 0.4 0.4 

Total  237.3 238.4 353.1 467.8 582.3 697.0 811.7 926.3 

L
e
v
e
l 
2

 

Battery Most 0.3 0.3 83.9 167.5 251.0 334.6 418.2 501.8 

PHS Least 215.5 216.6 231.8 247.1 262.3 277.6 292.8 308.1 

CAES Least 0.5 0.5 2.4 4.3 6.2 8.1 10.0 11.9 

Flywheel Least 21.0 21.0 98.7 176.4 254.0 331.7 409.4 487.1 

PtX 2 0.0 0.0 0.2 0.3 0.5 0.6 0.7 0.9 

Total  237.3 238.4 417.0 595.6 774 952.6 1131.1 1309.8 

L
e
v
e
l 
3

 

Battery Inter 0.3 0.3 52.0 103.6 155.3 207.0 258.7 310.3 

PHS Inter 215.5 216.6 372.9 529.3 685.7 842.0 998.4 1154.8 

CAES Most 0.5 0.5 9.1 17.7 26.2 34.8 43.4 52.0 

Flywheel Most 21.0 21.0 374.1 727.1 1080.1 1433.1 1786.2 2139.2 

PtX 3 0.0 0.0 0.2 0.5 0.7 0.9 1.1 1.4 

Total  237.3 238.4 808.3 1378.2 1948.0 2517.8 3087.8 3657.7 

L
e
v
e
l 
4

 

Battery Most 0.3 0.3 83.9 167.5 251.0 334.6 418.2 501.8 

PHS Most 215.5 216.6 514.0 811.5 1109.0 1406.5 1704.0 2001.5 

CAES Most 0.5 0.5 9.1 17.7 26.2 34.8 43.4 52.0 

Flywheel Most 21.0 21.0 374.1 727.1 1080.1 1433.1 1786.2 2139.2 

PtX Most 0.0 0.0 0.3 0.6 0.9 1.2 1.5 1.8 

Total  237.3 238.4 981.4 1724.4 2467.2 3210.2 3953.3 4696.3 

Having determined the overall storage capacities at the EU-28 plus Switzerland 

level for each respective year, it is then necessary to translate these values to 
trading zone and then country-level values, as written at Step 5 of the calculation 
process. This translation happens based on Table 11 and the definition of trading 

zones. As the storage potential of PHS is determined by topographical conditions, 
the above region specific disaggregation is necessary. Other, non-PHS 

technologies, however, are not dependent on topographical conditions and hence 
are shared between regions depending on the share of VRE generation capacity 
located in the region, as explained more in detail in Step 6 of the calculation 

process.  

6.6.2 Charging patterns of EVs 

With this lever the user can set the percentage of the EV stock following a distinct 
charging pattern. The lever is a mix of three fixed pattern adopted from an NREL 
study while the fourth options is a controlled or intelligent charging when charging 

can adapt to the flexibility needs of the electricity system. Thus, this part of 
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charging demand can be moved freely in the sub-daily timescale depending on the 
flexibility needs.  

6.6.2.1 Rationale for lever and level choices 

Number of electric vehicles on the road is forecasted to grow significantly, and 
thus their impact on the grid and demand profiles is also increasing. Nevertheless, 

charging of EVs can adopt to the daily routine of the users and can be adjusted 
based on the situation on the electricity system, thus with proper incentives EVs 
can realize significant DSM potential. By this, the demand for charging is shifted 

or delayed to another period depending on the supply situation. 

This is needed as the widespread adoption of electric vehicles could increase the 

risk of overloading the power grid by inflating peak demand. It is estimated that 
for every new 1 000 EVs charging on the grid, the load drawn is approximately an 
additional 2.5-2.75 MW. Due to this, there is interest for integrating DSM into EV 

charging using economic incentives such as dynamic pricing (Kielthy et al., 2013). 

6.6.2.2 Ambition levels & disaggregation method 

The levels are different mixes of charging scenarios. The least ambitious level 

contains only uncontrolled charging while the ratio of intelligent (i.e. flexible) 
charging patterns is growing with the ambition level.  

The three uncontrolled charging scenarios are adopted from an NREL study (Parks 
et al., 2007). In each of those scenarios, the authors developed an aggregated 

hourly charging profile for a fleet of vehicles. This hourly load is then applied to a 
part of the EV stock, thus electricity demand from road transport and considered 
in creating the hourly demand side curves as described in the calculation part, step 

1. The aggregated hourly charging profile of the three uncontrolled scenarios are 
explained in hereafter, as adopted from Parks et al. (2007), while the fourth 

scenario means that that part of the electricity demand from charging can be 
placed freely, responding the sub-daily (and daily) flexibility needs. 

The home charging scenario is an uncontrolled charging case that considers a 

simple scenario where vehicle owners charge their vehicles exclusively at home in 
an uncontrolled manner. The EV begins charging as soon as it is plugged in, and 

stops when the battery is fully charged. This can be considered a reference or “do 
nothing” case, because it assumes a business-as-usual infrastructure requirement 
(no charging stations at work or other public locations). In addition, it requires no 

intelligent control of how or when charging occurs, or incentives (such as time-of-
use rates) to influence individual consumer behaviour. It can also be considered a 

boundary (worst-case) scenario, given the high coincidence of normal electric 
system loads and likely consumer vehicle-charging patterns. The aggregated 
hourly profile of this scenario is on Figure 30 
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Figure 30 – Hourly aggregated curve of home charging scenario, source: Parks et al., 2007 

The second scenario is the delayed home charging as on Figure 31. The delayed 

charging case is similar to case 1, in that all charging occurs at home. However, it 
attempts to better optimize the utilization of low-cost off-peak energy by delaying 
initiation of household charging until 10:00 PM. This requires only a modest 

increase in infrastructure, i.e., a timer in either the vehicle or in the household 
charging station. 

 

Figure 31 – Hourly aggregated curve of delayed home charging scenario, source: Parks et al., 2007 

The home and work scenario, as on Figure 32, is a continuous charging scenario 

is similar to Case 1, in that it assumes that charging occurs in an uncontrolled 
fashion whenever the vehicle is plugged in. However, it also assumes that public 

charging stations are available wherever the vehicle is parked. As a result, the 
vehicle is continuously charged whenever it is not in motion, (limited by the battery 
capacity).  
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Figure 32 – Hourly aggregated curve of home and work charging scenario,  
source: Parks et al., 2007 

The levels are a combination of the above scenarios considered as the same for all 
the countries, as shown in Table 16. The level expresses the ratio of the EV stock 
charged in a given pattern. We assume that each EV in the stock has the same 

electricity consumption and this way, the sum electricity consumption allocated to 
each charging scenarios make the total of the road transport electricity 

consumption.  
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Table 16 – Ambition level trajectories for charging patterns of EVs 

Ambition  Charging scenario 2020 2025 2030 2035 2040 2045 2050 

A 

Home charging 50 45 40 35 30 25 20 

Delayed home charging 5 11 17 23 29 35 41 

Home and work 
charging 

45 41 37 33 29 25 21 

Intelligent (flexible) 
charging 

0 3 6 9 12 15 18 

B 

Home charging 50 45 40 35 30 25 20 

Delayed home charging 5 9,5 14 18,5 23 27,5 32 

Home and work 
charging 

45 39,5 34 28,5 23 17,5 12 

Intelligent (flexible) 

charging 
0 6 12 18 24 30 36 

C 

Home charging 50 43 36 29 22 15 8 

Delayed home charging 5 8 11 14 17 20 23 

Home and work 

charging 
45 40 35 30 25 20 15 

Intelligent (flexible) 
charging 

0 9 18 27 36 45 54 

D 

Home charging 50 43 36 29 22 15 8 

Delayed home charging 5 6,5 8 9,5 11 12,5 14 

Home and work 
charging 

45 38,5 32 25,5 19 12,5 6 

Intelligent (flexible) 
charging 

0 12 24 36 48 60 72 
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7 Description of constant or static parameters 

7.1  Constants list 

7.1.1 Round-trip efficiency 

Due to losses of any storage technologies, output is lower than stored energy as 

input. Therefore, in order to account for the losses and calculate the amount of 
energy needed as input to provide 1 unit of output, the parameters in Table 17. 

are used to calculate the necessary input power.  

Table 17 – Round-trip efficiency of the included electricity storage technologies 

Technology 

Output 

electricity 

(kWh) 

Input 

electricity 

(kWh) 

Round-trip 
efficiency (%) 

Reference 

Electro-chemical, battery, 
stationary 

1 1.25 80 IRENA, 2017 

Pumped hydroelectric 
storage 

1 1.25 80 IRENA, 2017 

Electro-mechanical, 
compressed air storage 

1 1.67 60 IRENA, 2017 

Electro-mechanical, flywheel 1 1.18 85 IRENA, 2017 

Power-to-gas-to-power 1 2.86 35 

Schill, 2014, 

Fuchs et al., 
2012 

Power-to-hydrogen 1 2.5 80 
Schmidt et 
al., 2017 

7.1.2 Cycle time 

In order to calculate the necessary physical (installation) units from the annually 
stored electricity we used the cycles times as in Table 18 for the calculation 

described earlier.  

Table 18 – Time constant of the included electricity storage technologies 

Technology 
Discharge 
time for 1 

cycle (hours) 
Reference 

Electro-chemical, battery, 

stationary 
3 

ENTSO-E, 

2018 

Electro-mechanical, 
compressed air storage 

6 
ENTSO-E, 

2018 

Electro-mechanical, 

flywheel 
0.25 

Stornetic, 

2018 

Power-to-gas-to-power 24 DOE 

Unlike the other technologies, PHS already operates in large scale, thus we have 

data to calculate real discharge cycles which varies significantly over trading zones, 
as shown in Table 19. These values are based on weighted averages of the existing 

discharge times of PHS units operating in the countries that make up the regions, 
hence the widely diverging discharge times. Discharge times for each country have 
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been calculated as detailed in section 6.6.1.2. For modelling reasons, the module 
assumes that discharge times do not change over time.  

Table 19 – Discharge cycle for duration for PHS in each trading zone 

Region Countries included 
Existing rated power 

(GW) 
Discharge time for 1 cycle 

(hours) 

Central Western 
Europe 

FR, NL, BE, LX, DE, 
AT, CH 

23,4 114,17 

Central Eastern 
Europe 

PL, CZ, HU, SK, SL, 
CR 

5,1 5,98 

South Eastern 
Europe 

RO, BG, GR 2,1 26,28 

Apennine 
Peninsula 

IT, MT 7,7 26,3 

Iberian Peninsula ES, PT 7,7 270,83 

British Isles UK, IE 3 11,9 

Northern Europe DK, SE, FI 1,3 7 

Baltic countries EE, LV, LT 0,8 61,3 

Cyprus CY 0 40* 

*Cyprus currently does not have PHS capacities, however, intermediate and most 

ambitious trajectories identified PHS potential, which would be harvested using the 40 hour 

discharge time as shown in the table above which is considered as the average of the 

country level discharge times in EU28+CH 
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7.1.3 Climate change impact on EU power generation  

Adopted from the work of Tobin et al. (2018), the following values, as presented 
in Table 20, are used to adjust capacity factors. The climate module provides the 
year when the temperature change is happening and between the years, we apply 

linear interpolation to obtain change values for capacity factors. If the source did 
not include values for countries, we assume no changes. 

Table 20 – Future changes in national solar PV and wind power productions under  
+1.5 °C and +2°CC global warming, source: Tobin et al., 2018 

Country 
Mean change for 
PV (%) for 1.5°C 

warming 

Mean change for 
PV (%) for 2°C 

warming 

Mean change for 
wind (%) for 

1.5°C warming 

Mean change for 
wind (%) for 2°C 

warming 

Austria -1.253 -2.040 -1.369 -0.696 

Belgium -1.708 -2.242 -0.909 -1.836 

Bulgaria -0.226 -0.405 -0.851 -1.436 

Croatia NA NA -2.369 -1.429 

Cyprus -0.345 -0.410 -3.974 -4.368 

Czech-Rep -1.568 -2.371 -2.456 -2.015 

Denmark -1.856 -2.500 0.004 -0.848 

Estonia -3.296 -4.620 -0.243 -0.223 

Finland -4.132 -5.875 -1.149 -0.827 

France -1.228 -1.305 -1.864 -3.223 

Germany -1.727 -2.368 -1.368 -2.289 

Greece -0.123 -0.169 1.639 1.947 

Hungary -0.712 -1.237 -2.177 -1.622 

Ireland -1.474 -2.376 -1.168 -2.156 

Italy -0.636 -0.836 -1.210 -2.071 

Latvia -2.645 -4.064 -0.183 0.127 

Lithuania -2.456 -3.839 0.309 0.418 

Luxemburg -1.740 -2.037 -2.759 -3.617 

Malta NA NA NA NA 

Netherlands -1.862 -2.547 -1.216 -2.396 

Poland -1.775 -2.955 -1.419 -1.770 

Portugal 0.213 0.444 -0.914 -2.831 

Romania -0.494 -0.953 -0.888 -0.589 

Slovakia -1.110 -1.903 NA NA 

Slovenia NA NA -1.214 0.038 

Spain -0.067 -0.072 -0.038 -1.691 

Sweden -3.498 -5.038 -0.732 -1.205 

Switzerland -1.566 -2.239 -1.962 -2.177 

UK -1.345 -2.033 -0.670 -1.569 
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8  Historical database  

8.1  Database for storage technologies production 
Table 21 – Database for storage technologies 

Dataset Description Main sources Data quality check Hypotheses 

Pumped hydroelectric 
storage technology (GW) 

Historical capacities 
by country 

• Integrated Database of the European 
Energy Sector (JRC IDEES), Manzos et 

al., 2018 

• Good quality data from 
reliable, coherent and credible 

sources 

- 
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9  Conclusion 
Electricity systems in the future will need to show ever increasing flexibility in order 
to cope with variable renewable energy production on the supply side, and shifting 
patterns of electricity consumption on the demand side. Balancing will thus be an 

integral part of future electricity systems, and hence is an important module of 
EUCalc complementing the modelling on electricity supply. 

Based on the widely adopted definition of balancing, electricity balancing actions 
are carried out by TSOs after markets have closed to ensure that electricity 
demand always equals supply. Given the current practices of balancing services, 

one may categorise these into short term (frequency containment reserves, and 
frequency restoration reserves) and long-term balancing actions (replacement 

reserves). Given the characteristics of the closely linked supply module that is 
working with annual capacity factors of various electricity generation technologies, 
the short-term balancing actions are on the one hand are already included in the 

supply module (including their electricity consumption), and on the other hand are 
influenced by factors that are out of the scope of the entire EUCalc.  

As a result, the storage module focuses on long term balancing actions, the issues 
of replacement reserves that are used at times when generation capacity is not 
adequate to meet demand in the system. These replacement reserves will be 

increasingly important in the future with the ever-increasing levels of renewable 
electricity generation, which the module considered as the most important driver 

for electricity balancing. This balancing though can also be referred to as storage, 
which the module considers a means to achieve balancing. Further to storage, the 
module considered cross-border electricity trade and demand side management 

as additional sources of flexibility to the power systems under consideration in the 
calculator. 

The calculation logic implemented in the module determines the hourly flexibility 
needs based on load and supply curves. These flexibility needs with matching the 

hourly supply with demand is answered by a series of logical tests including 
measures such as within EU electricity trade, storage technologies, capacity factor 
adjustment and curtailment of VRE. These all are required for balancing activities, 

as output the electricity production mix is complemented by flexibility measures 
securing matching the supply with demand in each hour of the year, associated 

costs of building up the required balancing capacities and GHG emissions are also 
calculated. In addition to these outputs, the user may influence how and with what 
technologies the balancing actions are carried out in the calculator. Currently it 

appears that the unresolved issue of electricity storage stands in the way of 
decarbonisation of the electricity sector. As a result, the module drafted up four 

distinct scenarios that enable users to test potential developments in electricity 
storage technologies. With the help of the storage module therefore, electricity 
demand and supply that have been treated separately before in the overall logic 

of the calculator are brought into interactions with each other, spelling out 
additional effects and requirements of EU-wide energy and climate policies.  
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11 Annexes 

11.1  DESSTINEE model features and its adaptation 

in EUCalc 

According to the own documentation of the DESSTINEE (Demand for Energy 
Services, Supply and Transmission in EuropE) calculator, it is „a model of the 

European energy system in 2050, with a focus on the electricity system. The model 
is designed to test assumptions about the technical requirements for energy 

transport (particularly for electricity), and the scale of the economic challenge to 
develop the necessary infrastructure. Forty countries are considered in and around 
Europe, and 10 forms of primary and secondary energy. The model uses a 

predictive simulation technique, rather than solving a partial or general 
equilibrium. Input data are therefore specified by the user (exogenously), and the 

model calculates a set of answers for the given set of assumptions.” 

The DESSTINEE calculator is comprised by a set of standalone Excel workbooks: 

▪ Renewable Supply Profiles, 

▪ Annual Projections, 

▪ Sectorial Demand Profiles, 

▪ Supply and Transmission. 

The system accomplishes three different tasks by performing the integrated 
functionality implemented in form of Excel VBA macros: 

▪ Project annual energy demands at country-level forwards to year 2050, 

▪ Synthesize hourly profiles for electricity demand in 2010 through 2050 

years, using predefined sectorial daily load profiles (supposed to be 
unchanged during the whole timeframe) scaled up by yearly demand values, 

▪ Simulate the least-cost generation and transmission of electricity around 

the continent, using assumptions on climate dependent trends of renewable 
sources. 

As the EUCalc system by itself provides the corresponding functionality for the first 
and partially for the third task, therefore only the calculation algorithm of the 

DESTINEE’s second module was implemented into the EUCalc environment. This 
adaptation includes both some simplifications and advancements regarding the 
original code. 

The adaptation process is based on a detailed analysis of the original code to gain 
a principal understanding of the implemented calculations. The analysis revealed 

some errors (corrected in adaptation) and possible uncertainties which would be 
worth to clarify in the future.  

Simplifications in the source code 

The original DESSTINEE code incorporates functions generating controllable 
random components to reflect stochastic character in the simulated data series. 

EUCalc performs a simplified calculation in this regard and does not provide 
stochastic feature, therefore the related parts are omitted from the implemented 
code. 
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In case of the EUCalc model, the load curve calculations are divided into two 
separate subsequent steps. In the first step the relative load curves are calculated 

on the base of daily profile patterns resulting only relative yearly load curves. In 
the second step the relative curves are scaled up by the corresponding yearly 

electricity demand values. Since the relative curves are independent from the user 
interventions (i.e. lever settings in EUCalc), it allowed us to create the load curves 
as a standalone part with preliminary offline calculation, implemented in the 

original (Microsoft Excel) programming environment. 

In order to make the new code more readable and debuggable, conventional loop 

structures were used in the code instead of object variables in many cases. Though 
it causes a more time-consuming running (in case of some datasets it might take 
some hours) but this is compensated by the simplification described previously; 

that most resource intensive first step of the module has to be run only once for 
the EUCalc purposes. For the same reason the adapted version could be further 

simplified by omitting the user interface components. Some parameters must be 
edited manually directly in the code, before running the subroutines. 

Though the adaptation process we performed some modifications of the code, 

namely: 

a) Dependence of the interrelated profile patterns: even though the data series 

are relative curves of the daily profiles, those cannot be treated 
independently in case of weekday and weekend series, since the DESSTINEE 

multiplies the weekend series by a country specific factor. In the adapted 
EUCalc version the daily profile patters are normalized to one and scaling is 
done both for weekday and weekend accordingly. 

b) Heating/cooling patters: in the original DESSTINEE code the space heating 
profile for the commercial sector is calculated on the base of residential heat 

pump profile. Since the DESSTINEE does not provide individual heating 
profiles on the ’Profiles’ worksheet for the commercial sector, the domestic 
heating profiles were used instead in the adapted EUCalc version.  

c) Management of national holiday days: in the DESSTINEE code holiday days 
in a year are managed separately for each country and this calendar for 

holidays were updated in the adapted version. This newly developed holiday 
calendar generation performs the following tasks: 

▪ calculates the dates of the mobile international Christian holidays 

(such as Easter and Pentecost) on basis of related data lists and 
indicates those in the general calendar for the years between 2020-

2050, 

▪ indicates the weekend days in the general calendar, 

▪ indicates the fixed date national holidays of countries in the general 

calendar on base of country holidays table, 

▪ selects and indicates extra workdays to reallocate (backward) the 

orphan workdays around holidays. 

The general holiday calendar is used for changing of workday profiles on 
holidays held in the given countries and consideration of distinguished last 

working day before holidays in the case of rail transport. 
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d) Seasonal scaling of rail transport demands: The season dependent 
adjustment of rail transport loads is calculated in DESSTINEE by predefined 

numerical multipliers. In order to make the application of this adjustment 
easier and similar to the summer and winter intensities applied in the 

profiles of appliances a new sinusoidal function of rail seasonal factor is 
introduced instead of the original monthly numerical list of DESSTINEE. 

The following pages includes the table of the input and output workbooks with 

formats of their included tables, and then calculation constants: 

i. Country specific constant parameters 

ii. Daily load profile templates for appliances 

iii. Daily heat management profile templates 

iv. Profile templates of EV charging modes 

v. Predefined EV charging mode ratios 

vi. Sinusoidal seasonal factor of the rail transport 

vii. Celebration of Christian holidays by countries 

viii. Calendar constants of predicted years 

ix. Mobile Christian holiday shifts relative to Easter Sundays of years 

x. National holidays of countries (on fix dates) 

xi. Applied intensities of some holidays and august holiday season by countries 

 

 



Workbook (type) [records] Worksheet(s) Column(s) Description 

cdd&hdd.xlsm 
(input) 
[2922] 

coolX 
where 
X= 1...4 : climate lever  

years Years of prediction timeframe 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

Countries (29) CDD temperatures in countries for the predicted years calculated on base of 
average temperatures provided by EUCalc Climate mudule 
(Climate lever dependence is provided by data separation onto worksheets) 

heatX 
where 
X= 1...4 : climate lever 

years Years of prediction timeframe 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

Countries (29) HDD temperatures in countries for the predicted years calculated on base of 
average temperatures provided by EUCalc Climate mudule 
(Climate lever dependence is provided by data separation onto worksheets) 

dst_constants.xlsm 
(output) 
[2922] 

calendar 

year Years of prediction timeframe 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

winter Seasonal intensity weight of the winter on the given day 
(Sinusoidal function by definition in the DESTINEE) 

rail Seasonal weight factor of the rail transport load profile on the given day 
(Sinusoidal function defined in the EUCalc adaptation. See Appendix a.vi.) 

wd Serial number of the weekday 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

holidays Name of international holidays (Christian holidays in Latin) 

Countries (29) Qualification numbers of the days in this General Holiday Calendar for different 
countries as follows:empty = working day  | 0 = working day on replaced Saturday | 
1 = weekend |-1 = offical holiday or orphan working day replaced by Saturday 
< ABS(1) = decreased weight due to partial celebration in the country 

trans_curve.xlsm 
(output) 
[70128] 

rail 
chargeZ (2) 
where 
Z=1...4 : Lever level 
by charging 
scenarioratios 

Year Years of prediction timeframe 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

hour hours of the day (0 - 23) 

Countries (29) Relative yearly load profiles of countries in rail and road transport (EV charge) with 
hourly resolution, corresponding to different changing scenario ratios. 

Input and output workbooks with formats of their included tables Continued on the next page ...  



Workbook (type) [records] Worksheet(s) Column(s) Description 

load_profile_heat&cool.xlsx 
(output) 
[24] 

water 
sapce 
pump 

hours hours of the day (0 - 23) 

Countries (29) Relative daily load profiles of countries for water heating, space heating, and heat 
pump usage (counted equal to the AC load as for now) 

ht&cl_curve.xlsm 
(output) 
[70128] 

waterX (2) 
heatXZ (4) 
coolXZ (4) 
where 
X=C : Commercial 
X=D : Domestic 
Z=1...4 : Lever level 

Year Years of prediction timeframe 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

hour hours of the day (0 - 23) 

Countries (29) Relative yearly load profiles of countries for water heating, space heating, and 
space cooling for domestic and commercial cosumption with hourly resolution 

load_profile_heat&cool.xlsx 
(output) 
[24] 

lighting 
xxx_appl_yyyy_ww (8) 
where 
xxx = res : residential 
xxx = com: commercial 
yyyy = summ : summer 
yyyy =wint : winter 
ww = wd : weekday 
ww = we : weekend 

hours hours of the day (0 - 23) 

Countries (29) Relative daily load profiles of countries for lighting and appliances for residential 
and commercial comsumption on summer/winter and weekday/weekend distiction 

power_curve.xlsm 
(output) 
[70128] 

powerXX (2) 
where 
XX=DA : Domestic 
Xs=CA : Commercial 
Z=1...4 : Lever level 

Year Years of prediction timeframe 

date Date of the given day of the year in formal 4-digit decimal format: 0.mmdd 

day Serial number of the day in the year. 
(Day 60 = 29th of February included only in leap years) 

hour hours of the day (0 - 23) 

Countries (29) Relative yearly load profiles of countries for lighting and appliancesvfor domestic 
and commercial cosumption with hourly resolution 

Input and output workbooks with formats of their included tables 



Appendix A – Tables of calculation constants 
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 Austria 1 1.000 0.000 -0.100 0.000 7.500 2.000 -0.600 -1.000 17.500 2.000 -0.800 1.000 0.50 

Belgium 1 0.500 0.000 -0.050 0.100 0.000 0.500 0.000 0.000 18.500 1.500 -0.250 1.000 0.00 

Bulgaria 2 1.500 0.500 0.080 0.000 7.500 1.500 -0.660 0.000 22.000 2.500 1.000 0.000 0.20 

Croatia 1 1.500 0.500 0.080 0.000 7.500 1.500 -0.660 0.000 22.000 2.500 1.000 0.000 0.00 

Cyprus 2 1.000 0.250 0.010 0.125 3.500 2.500 -1.000 0.000 16.000 2.000 -1.000 0.000 0.00 

Czechia 1 1.000 0.000 -0.100 0.000 7.500 2.000 -0.600 -1.000 17.500 2.000 -0.800 1.000 0.50 

Denmark 1 0.000 0.000 -0.120 0.000 0.000 0.500 0.000 -1.000 0.000 0.500 0.000 1.000 0.05 

Estonia 2 0.500 0.000 -0.060 0.010 8.000 1.500 -0.250 -1.000 17.500 1.500 -1.000 1.000 0.80 

Finland 2 0.000 0.000 0.000 0.150 0.000 0.500 0.000 -1.000 0.000 0.500 0.000 1.000 0.05 

France 1 1.000 0.000 -0.100 0.000 7.500 1.500 -0.500 -1.000 18.000 2.500 -1.000 1.000 0.20 

Germany 1 1.000 1.000 -0.180 0.125 5.000 2.000 0.200 -1.000 16.500 2.000 -0.300 1.000 0.60 

Greece 2 1.000 0.250 0.010 0.125 3.500 2.500 -1.000 0.000 16.000 2.000 -1.000 0.000 0.00 

Hungary 1 1.500 0.500 0.080 0.125 7.500 1.500 -0.660 0.000 22.000 2.500 1.000 0.000 0.00 

Ireland 0 0.000 0.000 -0.040 0.125 0.000 0.500 0.000 -1.000 0.000 0.500 0.000 0.000 0.00 

Italy 1 0.000 1.000 -0.190 0.000 7.750 1.500 0.750 0.000 0.000 0.500 0.000 1.000 0.25 

Latvia 2 0.500 0.000 -0.060 0.000 8.000 1.500 -0.250 -1.000 17.500 1.500 -1.000 1.000 0.80 

Lithuania 2 0.500 0.000 -0.060 0.000 8.000 1.500 -0.250 -1.000 17.500 1.500 -1.000 1.000 0.80 

Luxembourg 1 0.500 0.000 -0.050 0.000 0.000 0.500 0.000 0.000 18.500 1.500 -0.250 1.000 0.00 

Malta 1 0.000 0.000 -0.190 0.000 0.000 0.500 0.000 0.000 0.000 0.500 0.000 1.000 0.25 

Netherlands 1 1.000 0.000 -0.070 0.000 0.000 0.500 0.000 0.000 18.500 1.500 -0.250 1.000 0.00 

Poland 1 1.000 0.000 -0.060 0.000 8.000 1.500 -0.250 -1.000 17.500 1.500 -1.000 1.000 0.80 

Portugal 0 0.125 0.500 0.000 0.000 6.500 0.600 0.500 0.000 16.000 2.000 -0.500 1.000 0.00 

Romania 2 1.500 0.500 0.080 0.000 7.500 1.500 -0.660 0.000 22.000 2.500 1.000 0.000 0.00 

Slovakia 1 1.000 0.000 -0.100 0.000 7.500 2.000 -0.600 -1.000 17.500 2.000 -0.800 1.000 0.50 

Slovenia 1 1.000 0.000 -0.100 0.000 7.500 2.000 -0.600 -1.000 17.500 2.000 -0.800 1.000 0.50 

Spain 1 0.250 1.000 -0.200 0.000 6.500 0.600 0.500 0.000 16.000 2.000 -0.500 1.000 0.00 

Sweden 1 1.000 0.000 0.030 0.000 0.000 0.500 0.000 -1.000 18.000 1.750 -1.000 1.000 0.05 

Switzerland 1 1.000 0.000 -0.100 0.000 7.500 2.000 -0.600 -1.000 17.500 2.000 -0.800 1.000 0.80 

UK 0 0.000 1.000 -0.060 0.000 5.500 2.000 -0.500 -1.000 19.500 0.500 0.000 0.000 0.00 

Country specific constant parameters (Remarks: Cyprus was missing | Evening centroids for Bulgaria, Croatia, Hungary, Portugal are suspicious but not 

changed | Morning centroids for the same countries were obviously mistyped to 17.5 | Evening centroid for UK is not used due to 0 intensity)  



load_type 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 

appliances_summ_wd 0.699 0.592 0.555 0.546 0.593 0.711 0.861 0.975 1.040 1.055 1.057 1.044 1.039 1.029 1.027 1.024 1.059 1.117 1.120 1.086 1.057 1.048 1.018 0.892 

appliances_summ_we 0.629 0.545 0.515 0.514 0.523 0.537 0.595 0.708 0.847 0.917 0.951 0.972 0.978 0.993 0.996 0.982 0.965 0.934 0.901 0.881 0.875 0.887 0.898 0.836 

appliances_wint_wd 0.799 0.692 0.655 0.646 0.693 0.811 0.961 1.082 1.154 1.173 1.176 1.178 1.178 1.177 1.178 1.211 1.369 1.648 1.940 2.099 2.080 1.855 1.495 1.137 

appliances_wint_we 0.729 0.645 0.615 0.614 0.623 0.637 0.695 0.833 0.997 1.116 1.150 1.174 1.181 1.187 1.181 1.202 1.269 1.423 1.651 1.808 1.805 1.623 1.328 1.044 

commercial_summ_wd 0.507 0.500 0.500 0.500 0.500 0.500 0.514 0.636 0.836 0.947 0.980 1.000 1.000 1.000 1.000 1.000 1.000 0.971 0.926 0.836 0.738 0.647 0.606 0.562 

commercial_summ_we 0.473 0.470 0.470 0.470 0.470 0.470 0.477 0.534 0.628 0.680 0.696 0.705 0.705 0.705 0.705 0.705 0.705 0.692 0.670 0.628 0.582 0.539 0.520 0.499 

commercial_wint_wd 0.607 0.600 0.600 0.600 0.600 0.600 0.614 0.736 0.936 1.047 1.080 1.100 1.100 1.100 1.100 1.100 1.100 1.071 1.035 1.005 0.953 0.866 0.753 0.662 

commercial_wint_we 0.520 0.517 0.517 0.517 0.517 0.517 0.524 0.581 0.675 0.727 0.743 0.752 0.752 0.752 0.752 0.752 0.752 0.739 0.722 0.707 0.683 0.642 0.589 0.546 

passrail_transport_wd 0.230 0.039 0.000 0.000 0.049 0.247 0.923 1.323 1.392 1.300 1.074 0.944 0.888 0.865 0.910 1.092 1.274 1.300 1.314 1.220 0.841 0.588 0.487 0.392 

passrail_transport_sat 0.230 0.049 0.020 0.000 0.049 0.133 0.255 0.515 0.841 1.068 1.171 1.178 1.123 1.074 1.017 1.024 1.104 1.193 1.123 0.919 0.765 0.582 0.529 0.501 

passrail_transport_sun 0.124 0.087 0.049 0.020 0.020 0.049 0.105 0.213 0.329 0.487 0.732 0.831 0.831 0.770 0.754 0.732 0.831 0.860 0.801 0.732 0.614 0.429 0.305 0.221 

rail_transport_wd 1.115 1.019 1.000 1.000 1.024 1.123 1.462 1.661 1.696 1.650 1.537 1.472 1.444 1.432 1.455 1.546 1.637 1.650 1.657 1.610 1.421 1.294 1.244 1.196 

rail_transport_sat 1.115 1.024 1.010 1.000 1.024 1.066 1.128 1.258 1.421 1.534 1.586 1.589 1.562 1.537 1.508 1.512 1.552 1.596 1.562 1.459 1.383 1.291 1.264 1.251 

rail_transport_sun 1.062 1.043 1.024 1.010 1.010 1.024 1.053 1.106 1.165 1.244 1.366 1.416 1.416 1.385 1.377 1.366 1.416 1.430 1.401 1.366 1.307 1.215 1.152 1.111 

Relative daily load profile templates for appliances and rail transport 

 

 

 
heating_type 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 

water 0.944 0.965 0.992 1.002 1.018 1.068 1.138 1.163 1.127 1.031 0.927 0.848 0.822 0.804 0.812 0.918 1.059 1.153 1.183 1.154 1.086 0.996 0.881 0.907 

space 1.078 1.020 0.979 0.940 0.922 0.964 1.021 1.027 1.064 1.051 1.027 1.021 0.991 0.947 0.882 0.868 0.889 0.969 1.052 1.109 1.118 1.048 0.988 1.025 

night storage 2.607 2.784 2.784 2.784 2.726 2.220 1.520 0.894 0.266 0.014 0.000 0.000 0.020 0.111 0.249 0.333 0.342 0.154 0.049 0.000 0.119 0.686 1.334 2.004 

pump (AC) 1.152 1.145 1.132 1.115 1.101 1.079 1.049 1.007 0.975 0.952 0.939 0.931 0.923 0.909 0.899 0.904 0.907 0.916 0.935 0.956 0.965 0.984 1.030 1.094 

Relative daily heat management profile templates 

 

 

 
charging_type_name 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 

NREL_ Home_wd 0.176 0.122 0.075 0.043 0.024 0.012 0.014 0.011 0.006 0.003 0.003 0.008 0.011 0.024 0.046 0.112 0.187 0.255 0.308 0.348 0.337 0.311 0.289 0.239 

NREL_ Home_we 0.129 0.090 0.055 0.032 0.018 0.009 0.011 0.008 0.005 0.002 0.002 0.006 0.008 0.018 0.034 0.082 0.138 0.188 0.226 0.256 0.248 0.229 0.212 0.176 

Bossmann_eLOAD_wd 0.175 0.080 0.027 0.005 0.000 0.000 0.002 0.004 0.009 0.013 0.016 0.022 0.029 0.042 0.057 0.080 0.122 0.198 0.302 0.400 0.443 0.392 0.306 0.242 

Bossmann_eLOAD_we 0.098 0.040 0.009 0.001 0.001 0.001 0.001 0.002 0.006 0.012 0.022 0.035 0.050 0.066 0.094 0.122 0.156 0.209 0.249 0.263 0.242 0.200 0.166 0.135 

NREL_Work&Home_wd 0.059 0.038 0.016 0.007 0.008 0.016 0.037 0.084 0.154 0.172 0.152 0.149 0.146 0.154 0.155 0.166 0.196 0.231 0.238 0.237 0.190 0.157 0.116 0.084 

NREL_Work&Home_we 0.043 0.028 0.012 0.005 0.006 0.012 0.027 0.062 0.113 0.126 0.112 0.110 0.107 0.113 0.114 0.122 0.144 0.170 0.175 0.175 0.139 0.115 0.085 0.062 

NREL_Smart_wd 0.287 0.345 0.376 0.385 0.367 0.322 0.234 0.132 0.029 0.010 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.009 0.026 0.079 0.161 0.245 

NREL_Smart_we 0.211 0.254 0.277 0.283 0.270 0.237 0.172 0.097 0.022 0.007 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.006 0.019 0.058 0.118 0.180 

Relative daily load profile templates of EV charging modes  



Charging scenario ratios Type Lever 2015 2020 2025 2030 2035 2040 2045 2050 

Home charging NREL_ Home 1 50 50 45 40 35 30 25 20 

Delayed home charging Bossmann_eLOAD 1 5 5 11 17 23 29 35 41 

Home and work charging NREL_Work&Home 1 45 45 41 37 33 29 25 21 

Intelligent (flexible) charging NREL_Smart 1 0 0 3 6 9 12 15 18 

Home charging NREL_ Home 2 50 50 45 40 35 30 25 20 

Delayed home charging Bossmann_eLOAD 2 5 5 9,5 14 18,5 23 27,5 32 

Home and work charging NREL_Work&Home 2 45 45 39,5 34 28,5 23 17,5 12 

Intelligent (flexible) charging NREL_Smart 2 0 0 6 12 18 24 30 36 

Home charging NREL_ Home 3 50 50 43 36 29 22 15 8 

Delayed home charging Bossmann_eLOAD 3 5 5 8 11 14 17 20 23 

Home and work charging NREL_Work&Home 3 45 45 40 35 30 25 20 15 

Intelligent (flexible) charging NREL_Smart 3 0 0 9 18 27 36 45 54 

Home charging NREL_ Home 4 50 50 43 36 29 22 15 8 

Delayed home charging Bossmann_eLOAD 4 5 5 6,5 8 9,5 11 12,5 14 

Home and work charging NREL_Work&Home 4 45 45 38,5 32 25,5 19 12,5 6 

Intelligent (flexible) charging NREL_Smart 4 0 0 12 24 36 48 60 72 

Predefined EV charging scenario ratios 

 

 

  

month original_factor month_center_day simusoidal_factor    
0 1.00 -15.5 1.061464777  amplitude 0.18 

1 1.15 15.5 1.089799552  phase 1 

2 1.00 45.0 1.069957183  constant 0.91 

3 1.00 74.5 1.007254415  frequency 12 

4 0.80 105.0 0.918492405    
5 0.80 135.5 0.827454863    
6 0.80 166.0 0.758535223    
7 0.80 196.5 0.730200448    
8 0.80 227.5 0.750042817    
9 0.80 258.0 0.812745585    

10 0.80 288.5 0.901507595    
11 0.95 319.0 0.992545137    
12 1.00 349.5 1.061464777    
13 1.15 380.5 1.089799552    

Sinusoidal seasonal factor of the rail transport 
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Austria 0 0 1 1 0 0 0 1 0 1 0 1 

Belgium 0 0 1 1 0 0 0 1 0 1 0 0 

Bulgaria 0 0 0 0 1 1 1 0 0 0 0 0 

Croatia 0 0 1 1 0 0 0 0 0 0 0 1 

Cyprus 0 0 0 0 1 1 1 0 1 0 1 0 

Czechia 0 0 1 1 0 0 0 0 0 0 0 0 

Denmark 1 1 1 1 0 0 0 1 0 1 0 0 

Estonia 0 1 1 0 0 0 0 0 0 0 0 1 

Finland 0 1 1 1 0 0 0 1 0 0 0 0 

France 0 0 1 1 0 0 0 1 0 1 0 0 

Germany 0 1 1 1 0 0 0 1 0 1 0 0.5 

Greece 0 0 0 0 1 1 1 0 0 0 1 0 

Hungary 0 1 1 1 0 0 0 0 0 1 0 0 

Ireland 0 1 1 1 0 0 0 0 0 0 0 0 

Italy 0 0 1 1 0 0 0 0 0 0 0 0 

Latvia 0 1 1 1 0 0 0 0 0 0 0 1 

Lithuania 0 0 1 1 0 0 0 0 0 0 0 0 

Luxembourg 0 0 1 1 0 0 0 1 0 1 0 1 

Malta 0 1 1 0 0 0 0 0 0 0 0 0 

Netherlands 0 0 1 1 0 0 0 1 0 1 0 0 

Poland 0 0 1 1 0 0 0 0 0 0 0 1 

Portugal 0 1 1 1 0 0 0 0 0 0 0 1 

Romania 0 0 0 0 1 1 1 0 0 0 1 0 

Slovakia 0 1 1 1 0 0 0 0 0 0 0 0 

Slovenia 0 0 1 1 0 0 0 0 0 0 0 0 

Spain 0.5 1 1 0 0 0 0 0 0 0 0 0 

Sweden 0 1 1 1 0 0 0 1 0 0 0 0 

Switzerland 0 1 1 1 0 0 0 1 0 1 0 1 

UK 0 1 1 1 0 0 0 0 0 0 0 0 

Celebration of Christian holidays by countries (Remarks: Latin names are used | 

 0.5 means partial celebration in the country | x means Orthodox dating.)  

Festum (Latin name) day_dif 

Coena_Domini -3 

Morte_Domini -2 

Sabbatum_sanctum -1 

Pasca_secunda 1 

x_Morte_Domini 5 

x_Sabbatum_sanctum 6 

x_Pasca_secunda 8 

Ascensio_Domini 39 

x_Ascensio_Domini 46 

Pentekostes 50 

x_Pentekostes 57 

Festum_Eucharistiae 60 

Mobile Christian holiday shifts relative to 

Easter Sundays of the years 

(x means Orthodox dating.) 

 

year easter_sun days w_start 

2015 0.0405 365 4 

2020 0.0412 366 3 

2025 0.0420 365 3 

2030 0.0421 365 2 

2035 0.0325 365 1 

2040 0.0401 366 7 

2045 0.0409 365 7 

2050 0.0410 365 6 

Calendar constants of predicted years 

(w_start defines the weekday on 1th of 

January. Monday = 1)  
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0.0101 New Year -500 -500 -500 -500 -500 -500 -300 -500 -300 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -300 -500 -500 -500 -500 -500 -500 -300 -500 -500 

0.0105   0 0 0 0 0 0 0 0 0 0 0 0 0 0 -50 0 0 0 -50 0 -150 -50 0 0 0 -50 0 0 0 

0.0106 Epifania 0 0 0 0 0 0 0 0 0 0 -200 0 0 0 -150 0 0 0 -150 0 -100 -150 0 0 0 -250 0 0 0 

0.0107   0 0 0 0 0 0 0 0 0 0 0 0 0 0 -50 0 0 0 -50 0 -50 -50 0 0 0 -50 0 0 0 

0.0801 Summer holiday -3 -3 -3 -3 -3 -3 -3 -3 -3 -13 -3 -3 -3 -3 -40 -3 -3 -3 -40 -3 -3 -3 -3 -3 -3 -3 -3 -7 -3 

0.0802 season factors -7 -7 -7 -7 -7 -7 -7 -7 -7 -27 -7 -7 -7 -7 -80 -7 -7 -7 -80 -7 -7 -7 -7 -7 -7 -7 -7 -13 -7 

0.0803   -10 -10 -10 -10 -10 -10 -10 -10 -10 -40 -10 -10 -10 -10 -120 -10 -10 -10 -120 -10 -10 -10 -10 -10 -10 -10 -10 -20 -10 

0.0804   -13 -13 -13 -13 -13 -13 -13 -13 -13 -53 -13 -13 -13 -13 -160 -13 -13 -13 -160 -13 -13 -13 -13 -13 -13 -13 -13 -27 -13 

0.0805   -17 -17 -17 -17 -17 -17 -17 -17 -17 -67 -17 -17 -17 -17 -200 -17 -17 -17 -200 -17 -17 -17 -17 -17 -17 -17 -17 -33 -17 

0.0806   -20 -20 -20 -20 -20 -20 -20 -20 -20 -80 -20 -20 -20 -20 -240 -20 -20 -20 -240 -20 -20 -20 -20 -20 -20 -20 -20 -40 -20 

0.0807   -23 -23 -23 -23 -23 -23 -23 -23 -23 -93 -23 -23 -23 -23 -280 -23 -23 -23 -280 -23 -23 -23 -23 -23 -23 -23 -23 -47 -23 

0.0808   -27 -27 -27 -27 -27 -27 -27 -27 -27 -107 -27 -27 -27 -27 -320 -27 -27 -27 -320 -27 -27 -27 -27 -27 -27 -27 -27 -53 -27 

0.0809   -30 -30 -30 -30 -30 -30 -30 -30 -30 -120 -30 -30 -30 -30 -360 -30 -30 -30 -360 -30 -30 -30 -30 -30 -30 -30 -30 -60 -30 

0.0810   -33 -33 -33 -33 -33 -33 -33 -33 -33 -133 -33 -33 -33 -33 -400 -33 -33 -33 -400 -33 -33 -33 -33 -33 -33 -33 -33 -67 -33 

0.0811   -37 -37 -37 -37 -37 -37 -37 -37 -37 -147 -37 -37 -37 -37 -440 -37 -37 -37 -440 -37 -37 -37 -37 -37 -37 -37 -37 -73 -37 

0.0812   -40 -40 -40 -40 -40 -40 -40 -40 -40 -160 -40 -40 -40 -40 -480 -40 -40 -40 -480 -40 -40 -40 -40 -40 -40 -40 -40 -80 -40 

0.0813   -43 -43 -43 -43 -43 -43 -43 -43 -43 -173 -43 -43 -43 -43 -520 -43 -43 -43 -520 -43 -43 -43 -43 -43 -43 -43 -43 -87 -43 

0.0814   -47 -47 -47 -47 -47 -47 -47 -47 -47 -187 -47 -47 -47 -47 -560 -47 -47 -47 -560 -47 -47 -47 -47 -47 -47 -47 -47 -93 -47 
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0.0815 Assumptio_Mariae -50 -50 -50 -50 -50 -50 -50 -50 -50 -200 -50 -50 -50 -50 -600 -50 -50 -50 -600 -50 -50 -50 -50 -50 -50 -50 -50 -100 -50 

0.0816 Summer holiday -47 -47 -47 -47 -47 -47 -47 -47 -47 -188 -47 -47 -47 -47 -563 -47 -47 -47 -563 -47 -47 -47 -47 -47 -47 -47 -47 -94 -47 

0.0817 season factors -44 -44 -44 -44 -44 -44 -44 -44 -44 -175 -44 -44 -44 -44 -525 -44 -44 -44 -525 -44 -44 -44 -44 -44 -44 -44 -44 -88 -44 

0.0818   -41 -41 -41 -41 -41 -41 -41 -41 -41 -163 -41 -41 -41 -41 -488 -41 -41 -41 -488 -41 -41 -41 -41 -41 -41 -41 -41 -81 -41 

0.0819   -38 -38 -38 -38 -38 -38 -38 -38 -38 -150 -38 -38 -38 -38 -450 -38 -38 -38 -450 -38 -38 -38 -38 -38 -38 -38 -38 -75 -38 

0.0820   -34 -34 -34 -34 -34 -34 -34 -34 -34 -138 -34 -34 -34 -34 -413 -34 -34 -34 -413 -34 -34 -34 -34 -34 -34 -34 -34 -69 -34 

0.0821   -31 -31 -31 -31 -31 -31 -31 -31 -31 -125 -31 -31 -31 -31 -375 -31 -31 -31 -375 -31 -31 -31 -31 -31 -31 -31 -31 -63 -31 

0.0822   -28 -28 -28 -28 -28 -28 -28 -28 -28 -113 -28 -28 -28 -28 -338 -28 -28 -28 -338 -28 -28 -28 -28 -28 -28 -28 -28 -56 -28 

0.0823   -25 -25 -25 -25 -25 -25 -25 -25 -25 -100 -25 -25 -25 -25 -300 -25 -25 -25 -300 -25 -25 -25 -25 -25 -25 -25 -25 -50 -25 

0.0824   -22 -22 -22 -22 -22 -22 -22 -22 -22 -88 -22 -22 -22 -22 -263 -22 -22 -22 -263 -22 -22 -22 -22 -22 -22 -22 -22 -44 -22 

0.0825   -19 -19 -19 -19 -19 -19 -19 -19 -19 -75 -19 -19 -19 -19 -225 -19 -19 -19 -225 -19 -19 -19 -19 -19 -19 -19 -19 -38 -19 

0.0826   -16 -16 -16 -16 -16 -16 -16 -16 -16 -63 -16 -16 -16 -16 -188 -16 -16 -16 -188 -16 -16 -16 -16 -16 -16 -16 -16 -31 -16 

0.0827   -13 -13 -13 -13 -13 -13 -13 -13 -13 -50 -13 -13 -13 -13 -150 -13 -13 -13 -150 -13 -13 -13 -13 -13 -13 -13 -13 -25 -13 

0.0828   -9 -9 -9 -9 -9 -9 -9 -9 -9 -38 -9 -9 -9 -9 -113 -9 -9 -9 -113 -9 -9 -9 -9 -9 -9 -9 -9 -19 -9 

0.0829   -6 -6 -6 -6 -6 -6 -6 -6 -6 -25 -6 -6 -6 -6 -75 -6 -6 -6 -75 -6 -6 -6 -6 -6 -6 -6 -6 -13 -6 

0.0830   -3 -3 -3 -3 -3 -3 -3 -3 -3 -13 -3 -3 -3 -3 -38 -3 -3 -3 -38 -3 -3 -3 -3 -3 -3 -3 -3 -6 -3 

0.0831   0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

0.1223   -250 -250 -250 -250 -250 -250 -125 -250 -125 -250 -250 -250 -250 -250 -125 -250 -250 -250 -125 -125 -125 -250 -250 -250 -250 -250 -125 -250 -250 

0.1224 Cristi_Natalis1 -250 -250 -250 -250 -250 -250 -125 -250 -125 -250 -250 -250 -250 -250 -125 -250 -250 -250 -125 -125 -125 -250 -250 -250 -250 -250 -125 -250 -250 

0.1225 Cristi_Natalis2 -400 -400 -400 -400 -400 -400 -200 -400 -200 -400 -400 -400 -400 -400 -200 -400 -400 -400 -200 -200 -200 -400 -400 -400 -400 -400 -200 -400 -400 

0.1226 Cristi_Natalis3 -250 -250 -250 -250 -250 -250 -50 -250 -50 -250 -250 -250 -250 -250 -125 -250 -250 -250 -125 -50 -125 -250 -250 -250 -250 -250 -50 -250 -250 

0.1227   -100 -100 -100 -100 -100 -100 -50 -100 -50 -100 -150 -100 -100 -100 -50 -100 -100 -100 -50 -50 -50 -100 -100 -100 -100 -100 -50 -100 -100 

0.1228   -250 -250 -250 -250 -250 -250 -125 -250 -125 -250 -400 -250 -250 -250 -125 -250 -250 -250 -125 -125 -125 -250 -250 -250 -250 -250 -125 -250 -250 

0.1229   -250 -250 -250 -250 -250 -250 -125 -250 -125 -250 -300 -250 -250 -250 -125 -250 -250 -250 -125 -125 -125 -250 -250 -250 -250 -250 -125 -250 -250 

0.1230   -250 -250 -250 -250 -250 -250 -200 -250 -200 -250 -300 -250 -250 -250 -250 -250 -250 -250 -250 -200 -250 -250 -250 -250 -250 -250 -200 -250 -250 

0.1231   -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 -500 

Applied intensities in countries of selected (by DESSTINEE) holidays and august holiday season 

 

(Remarks: Values are given in thousands, divide by 1000 to get real factors | Cyprus was missing, values of Greece are used | Epifania in Germany and Assumptio 

Mariae in Switzerland are celebrated partially | Exclusively only the factors for New Years Eve were given with positive values for all countries. Obvious error – has 

been corrected.) 
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1 0.0101 New_Year 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

2 0.0102                                               1   1         

6 0.0106 Epifania 1     1 1       1   1 1     1           1     1   1 1     

7 0.0107                                                     1       

24 0.0124                                               1             

39 0.0208                                                   1         

41 0.0210                                       1                     

47 0.0216                                   1                         

55 0.0224                 1                                           

61 0.0301 (Switzerland: Day of Republic)                                                       1   

63 0.0303 (Bulgaria: Day of Libaration)     1                                                     

64 0.0304       1                                                     

71 0.0311           1             1         1                         

75 0.0315 (Hungary: Day of Independence War)                         1                                 

78 0.0318                             1                               

79 0.0319                                       1                     

85 0.0325           1             1                                   

91 0.0331                                       1                     

92 0.0401           1                                                 

116 0.0425                               1             1               

118 0.0427 (Neederlands: King's birthday)                                       1         1         

122 0.0501 Labour_Day 1 1 1 1 1 1   1 1 1 1 1 1   1 1 1 1 1   1 1 1 1 1 1 1 0.5   

123 0.0502                                                   1         

124 0.0503                                           1                 

125 0.0504                                 1                           

126 0.0505                                   1                         

127 0.0506 (Bulgaria: St. Georg Day)     1                     1   1                         1 

129 0.0508 Day of Victory   1       1       1                           1           

138 0.0517               1                                             

145 0.0524 (Bulgaria. Day of Culture)     1                                                     

148 0.0527                                                           1 

152 0.0531                                         1                   

153 0.0601                                               1             

154 0.0602                               1                             

155 0.0603                             1     1                         
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159 0.0607                                       1                     

168 0.0616                                               1             

174 0.0622 (Croatia: Day of Anti-fascism)       1         1                                   1     

175 0.0623                 1               1   1                       

176 0.0624                 1               1   1                       

177 0.0625 (Croatia: Day of State)       1                                         1         

181 0.0629                                       1                     

187 0.0705             1                                   1           

188 0.0706             1                     1                         

193 0.0711     1                                                       

196 0.0714                     1                                       

203 0.0721     1                                                       

214 0.0801 (Switzerland: Day of Federation)                                                       1   

218 0.0805 (Croatia: Thank Giving Day)       1                   1                               

228 0.0815 Assumptio_Mariae 1 1   1 1         1   1     1   1 1 1   1 1 1   1 1   0.5   

233 0.0820 (Hungary: Day of St. Stefan)               1         1                                 

239 0.0826                                                           1 

242 0.0829                                                 1           

245 0.0901                                                 1           

250 0.0906 (Bulgaria: Day of Unification)     1                                                     

252 0.0908                                       1                     

259 0.0915 (Switzerland: Thank Giving Day)                                               1       1   

265 0.0921                                       1                     

266 0.0922 (Bulgaria: Day of Independence)     1                                                     

267 0.0923       1                                                     

271 0.0927     1                                                       

272 0.0928             1                                               

275 0.1001           1                                                 

277 0.1003                       1                                     

279 0.1005                                             1               

282 0.1008 (Croatia: Day of Independence)       1                                                   

286 0.1012 (Spain: Fiesta)               1                                   1       

297 0.1023 (Hungary: Day of 56' Rwvolution)                         1                                 

300 0.1026 (Austria: Day of Ethernal Neutrality) 1                                                         
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302 0.1028           1 1           1   1                               

305 0.1031 Day of Reformation                     0.5                           1         

306 0.1101 Ominium_Sanctorum 1 1   1           1 0.5   1   1   1 1     1 1   1 1 1   0.5   

307 0.1102     1             1                                   1     

316 0.1111 (Belgium: Day of Amistice)   1               1                     1                 

320 0.1115     1                                                       

322 0.1117             1                                   1           

323 0.1118                                 1                           

335 0.1130                                               1             

336 0.1201                                             1 1             

341 0.1206 (Spain: Day of Constitution)                 1                                 1       

343 0.1208 Immaculata_Conceptio 1                           1       1     1       1   0.5   

344 0.1209                                                     1       

359 0.1224 Cristi_Natalis_1     1     1 1 1               1               1           

360 0.1225 Cristi_Natalis_2 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

361 0.1226 Cristi_Natalis_3 1 1 1 1 1 1 1 1 1   1 1 1 1 1 1 1 1   1 1   1 1 1   1 1 1 

362 0.1227     1                                   1                   

366 0.1231     1                           1                           

National holidays of countries (on fix dates) 


